GE

159 Plastics Avenue
Pittsfield, MA 01201
Usa

Transmitted Via Overnight Courier
July 11, 2007

Mr. Dean Tagliaferro

EPA Project Coordinator

United States Environmental Protection Agency
c/o Weston Solutions, Inc.

10 Lyman Street

Pittsfield, MA 01201

Re: GE-Pittsfield/Housatonic River Site
Building 71 On-Plant Consolidation Area (GECD220)
Summary of June 2007 Post-Closure Inspection Activities

Deear Mr, Tagliaferro:

Consistent with the requirements set forth in Section 9 of the June 1999 Detailed Work Plan Jor On-Plant
Consolidation Areas (Detailed Work Plan) for post-closure care, the General Electric Company (GE)
conducted a post-closure inspection of the Building 71 On-Plant Consolidation Area (OPCA). The post-
closure inspection was performed on GE’s behalf by ARCADIS BBL on June 1, 2007 and generally included
the final cover arca of the Building 7t OPCA and associated components.

Provided below is a description of the inspection activities performed during the June 2007 inspection of the
Building 71 OPCA final cover area, as well as a summary of the results of the inspection, including items
identified requiring maintenance. A progress summary of mainienance activities performed subsequent to
the Fall 2006 inspection is also provided in the inspection form (Attachment 1 to this letter).

Inspection Activities

In accordance with Section 9 of the Detailed Work Plan, the June 1, 2007 post-closure inspection consisted
of visual observations of the Building 71 OPCA final cover and surrounding areas to identify the overall
condition of the final cover and associated components, as well as items needing maintenance. The Building
71 OPCA final cover was visually inspected to identify the presence of any of the following conditions,
which could affect the overall integrity of the final cover:

e areas void of vegetation or exposed geosynthetic final cover components;
»  evidence of erosion or stressed vegetation;

evidence of burrowing animals;

apparent surface settlement;

ponding water conditions;

undesirable/insufficient vegetative growth;

undesirable slope conditions (i.¢., non-conducive to positive drainage);
excessive wheel rutting; and

e  obstructed drainage features,
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In addstion to inspecting the final cover, the post-closure inspection included observations of the following
associated components:

. paved site access roads;

. the final cover access road;

. surface water drainage system, including the North and South stormwater basins;
. the leachate handling system; and

. perimeter vegetation,

The conditions that were observed at each of these components are listed on the inspection form used during
the inspection.

Inspection Results

"The results of the post-closure inspection were recorded on the inspection form provided as Attachment 1 to
this letter. This inspection form presents details of the maintenance items identified during the post-closure
inspection, as well as proposed repair activities. A site figure is also attached to this letter (Attachment 2)
that depicts (by reference to the corresponding letter and number on the inspection form) the approximate
locations of the items identified as requiring maintenance.

In general, the June 1, 2007 post-closure inspection indicated that the Building 71 OPCA final cover was in
good overall condition. As shown in Section II, Column B of the inspection form, seven items were noted
during the post-closure inspection as needing maintenance. Some of the items were observed at multiple
locations (see Attachment 2). The more significant of these maintenance items are;

*  sideslope erosion of the final cover topsoil layer that was installed in 2006;
*  gparse vegetation on the plateau of final cover that was seeded in 2006; and
¢ sediment and debris accumulation within the perimeter ditches.

Further details regarding the seven maintenance items noted during the post-closure inspection, as well as
recommendations for addressing these items, are provided on the inspection form. Photographs taken during

the inspection are also included as an attachment to this letter (Attachment 3).

Schedule for Future Inspections

In accordance with Section 9 of the Detailed Work Plan, the closed portions of the OPCAs will be inspected
approximately every six months to asscss the integrity of the final cover and associated components, The
next post-closure inspection witl be performed in the Fall of 2007, and will include (as appropriate) portions
of the Hill 78 final cover. The mspections will continue until GE proposes, and the U.S. Environmental
Protection Agency (EPA) approves, a modification or termination of such inspections. Future post-closure
inspection reports will also include a progress summary of the mainienance activities identified during the
prior inspection period.
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Please call me if you have any comments or questions concerning the June 1, 2007 inspection.

Sincerely,

Ridrard Gates /26

Richard Gates
Remediation Project Manager

Attachment

ce:  Tim Conway, EPA
John Kilborn, EPA
Holly Inglis, EPA
Rose Howell, EPA*
K.C. Mitkevicius, USACE
Susan Steenstrup, MDEP (2 copies)
Anna Symington, MDEP*
Jane Rothchild, MDEP*
Linda Palmieri, Weston {2 copies)
Nancy E. Harper, MA AG*
Dale Young, MA EOEA*
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Tom Hickey, Director, PEDA

Mayor James Ruberto, City of Pittsfield
Pittsficld Department of Health
Michael Carroll, GE*

Andrew Silfer, GE

Roderic MclLaren, GE*

James Nuss, ARCADIS BBL

James Bieke, Goodwin Procter

Public Information Repositories

GE Internal Repository

*cover letter only



ARCADIS gst

Attachments



ARCADIS gst

Attachment 1

Inspection Form



	07-11-07 Ltr to EPA
	Attachments
	Atta 1 - Inspection Form

