
ARTICLE 8. EMISSIONS FROM MOBILE SOURCES (NEW AND EXISTING) 
RlS-2-801. Classification of Mobile Sources 
A.. This Article is applicable to mobile sources which either move while emitting air contaminants 
or are frequently moved during the course oftheir utilization but are not cla$sified as motor 
vehicles, agricultural vehicles, or agricultural equipment used in normal farm operations. 
B. Unless otherwise specified, no mobile source shall emit smoke or dust the opacity ofwhich 
exceeds 40%. · 

HistoricaJ Note 

Adopted effective Febrwuy 26, 1988 (Supp. 88-1). Amended effective September 26, 1990 (Supp. 90-3). Amended 
effective Febrwuy 3, 1993 (Supp. 93-1). Fonner Section Rl8-2-801 renumbered to SectionR18-2-901, new Section 
R18-2-801 renumbered from Rl8-2-601 effective November 15, 1993 (Supp. 93-4). 



RIS-2-802. Off-road Machinery 
A. No person shall cause, allow or permit to be emitted into the atmosphere from any off-road 
machinery, smoke for any period greater than 10 consecutive seconds, the opacity ofwhich 
exceeds 40%. Visible emissions when starting cold equipment shall be exempt from this 
requirement for the 1st 10 minutes. 
B. Off-road machinery shall include trucks, graders, scrapers, rollers, locomotives and other 
construction and mining machinery not nonnally riven on a completed public roadway. 

Historical Note 

Adopted effective Februmy 26, 1988 (Supp. 88-1). Amended effective September 26, 1990 (Supp. 90-3). Former 
Section RI8-2-802 renumbered to Section RIS-2-902, new Section RlS-2-802 renumbered from R.18-2-602 
effective November 15, 1993 (Supp. 93-4). 



R18-2-803. Heater-planer Units 
No person shall cause, allow or permit to be emitted into the atmosphere from any heater-planer 
operated for the purpose ofreconstructing asphalt pavements smoke the opacity ofwhich exceeds 
20%. However 3 minutes' upset time in any I hour shall not constitute a violation ofthis 
~~ ~ 

Historical Note 

Adopted effective February 26, 1988 (Supp. 88-1). Amended effective September 26, 1990 (Supp. 90-3). Former 
Section Rl8-2-803renumbered to Section R18-2-903,. new Section R18-2-803 renumbered from Rl8-2-603 
effective November 15, 1993 (Supp. 93-4). 



Rl 8-2-804. Roadway and Site Cleaning Machinery 
A. No person shall cause, allow or permit to be emitted into the atmosphere from any roadway 
and site cleaning machinery smoke or dust for any period greater than IO consecutive seconds, the 
opacity ofwhich exceeds.40%. Visible emissions when starting cold equipment shall be 
exempt from this requirement for the Ist IO minutes. 
B. In addition to complying with subsection (A), no person shall cause, allow or permit the 
cleaning ofany site, roadway, or alley without taking reasonable precautions to prevent 
particulate matter from becoming airborne. Reasonable precautions may include applying dust 
suppressants. Earth or other material shall be -removed from paved streets onto which earth or 
other material has been transported by trucking or earth moving equipment, erosion by water or 
by other means. 

Historical Note 

Adopted effective February 26, 1988 (Supp. 88-1). Amended effective September 26, 1990 (Supp. 90-3). Amended 
effective February 3, 1993 (Supp. 93-1). Fonner Section Rl8-2-804 renumbered to Section Rl8-2-904, new Section 
RIS-2-804 renumbered from RI8-2-604 effective November 15, 1993 (Supp. 93-4). 



RI 8-2-805. Asphalt or Tar Kettles 

A. No person shall cause, allow or permit to be emitted into the atmosphere from any asphalt or 
tar kettle smoke for any period greater than 10 consecutive seconds, the opacity ofwhich exceeds 
~%. -

B. In addition to complying with·subsection (A), no person shall cause, allow or permit the 
operation ofan asphalt or tar kettle without minimizing air contaminant emissions by utilizing all 
ofthe following control measures: 

1. The control oftemperature recommended by the asphalt or tar manufacturer; 
2. The operation ofthe kettle with lid closed except when charging; 
3. The pumping ofasphalt from the kettle or the drawing ofasphalt through cocks with no 

dipping; 
4. The dipping of tar in an approved manner; 
5. The maintaining ofthe kettle in clean, properly adjusted, and good operating condition; 
6. The firing of the kettle with liquid petroleum gas or other fuels acceptable to the Director. 

Historical Note 

Adopted effective February 26, 1988 (Supp. 88-1). Amended effective September 26, 1990 (Supp. 90-3). Former 
Section Rl8-2-805 renumbered to Section Rl8-2-905, new Section Rl8-2-805 renwnbered from Rl8-2-605 
effective November 15, 1993 (Supp. 93-4). 
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