Air Monitoring with Direct Read Detection Devices Prior to Re-entry into Residential Structures within the Buffer Zone 

	Sample Date/Time
	Sample Location

	Air Concentration
	Resulting Action

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	          
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	     
	     
	     
	|_| Structure cleared for re-entry 
|_| Structure NOT cleared for re-entry 
     

	Additional Comments:      




