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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-86 

Diameter: 8 inches 

Date: 08/27/2014 

Northing (ft): 432115.42 

Easting (ft): 861622.75 

Elevation (ft): 9.22 

Total Depth: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

1.8 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand Cleared to 5 feet. 

Mud rotary to 30 feet. Drill mud brown-gray. pH: 
7.VOCs=1.8, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-86 

Diameter: 8 Inches 

Date: 08/27/2014 

Northing (ft): 432115.42 

Easting (ft): 861622.75 

Elevation (ft): 9.22 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

1.6 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 30 feet. Drill mud brown-gray. pH= 
7,VOCs=1.8, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-86 

Diameter: 8 Inches 

Date: 08/27/2014 

Northing (ft): 432115.42 

Easting (ft): 861622.75 

Elevation (ft): 9.22 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

6-5-6-6 

PID 

(ppm) 

0.3 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Mud rotary to 44 feet. Brown gray drill mud. pH= 
7,VOCs=1.8, Hg= 0.0. 

Gray, fine-medium SAND, trace silt, rare iense 
of day. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-86 

Diameter: 8 Inches 

Date: 08/27/2014 

Northing (ft): 432115.42 

Easting (ft): 861622.75 

Elevation (ft): 9.22 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49.5-

Blow 

Count 

6-5-6-6 

8-7-8-8 

6.6-5018 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, CL 

SM. CL 

Soil Description 

Gray, fine-mediuin SAND, trace silt, rare lense 
of day. 

Gray fine to coarse SAND, trace silt over stiff 
gray CLAY in bottom 1/2 of sample. 

Gray fine to medium SAND, trace silt over gray 
CLAY with medium plasticity, Piece of bedrock in tip 
of sampler. 

Hand deared to 5 ft. Refusal at 49.5 ft. Well set at 47 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-87 

Diameter: 8 inches 

Date: 09/17/2014 

Northing (ft): 431357.05 

Easting (ft): 861686.59 

Elevation (ft): 9.46 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary drilling to 
45 feeL pHs 7 

Mud rotary to 20 feet. pH=7 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-87 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431357.05 

Easting (ft): 861686.59 

Elevation (ft): 9.46 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

5.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Mud rotary to 20 feet. pH=7 

Mud rotary to 40 feet. pH=7 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-87 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431357.05 

Easting (ft): 861686.59 

Elevation (ft): 9.46 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 

Blow 

Count 

6-10-11-12 

4-7-15-23 

PID 

(ppm) 

5.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, ML 

Soil Description 

Mud rotary to 40 feet. pH=7 

Wet, light greenish gray fine to medium SAND, trace 
silt and clay in thin iayers. 

Wet, SAND as above 44-45 feet. 45-46 feet wet SILT 
and CLAY 3 inches over sand as above 3 inches over si 
and day 3 inches over more sand as above. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-87 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431357.05 

Easting (ft): 861686.59 

Elevation (ft): 9.46 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

52.C 

I 

Blow 

Count 

7-13-6-9 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM, ML 

SM 

SM 

SM 

Soil Description 

Wet, SAND as above 44-45 feet. 45-46 feet wet SILT 
and CLAY 3 inches over sand as above 3 inches over si 
and clay 3 inches over more sand as above. 

Wet greenish gray fine to coarse SAND grading to 
fine to medium sand at base of sample. Trace thin iense 
of silt and clay. 

Wet, fine to coarse SAND, trace shells, trace silt 
and day at bottom of sample. 

Wet, fine to medium SAND, trace shells, tan light 
brown at bottom of sample. 

II 

Hand deared to 5 ft, Refusd at 52 ft. Well set at 52 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-88 

Diameter: 8 inches 

Date: 09/05/2014 

Northing (ft): 431435.81 

Easting (ft): 861690.39 

Elevation (ft): 9.60 

Total Depth: 50.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 
NAD 1983 State Plane 
Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 45. pH=7 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-88 

Diameter: 8 Inches 

Date: 09/05/2014 

Northing (ft): 431435.81 

Easting (ft): 861690.39 

Elevation (ft): 9.60 

Total Deptti: 50.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 



BORING LOG Page 3 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-88 

Diameter: 8 Inches 

Date: 09/05/2014 

Northing (ft): 431435.81 

Easting (ft): 861690.39 

Elevation (ft): 9.60 

Total Deptti: 50.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-88 

Diameter: 8 Inches 

Date: 09/05/2014 

Northing (ft): 431435.81 

Easting (ft): 861690.39 

Elevation (ft): 9.60 

Total Deptti: 50.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 --

50.6-^ 

Blow 

Count 

7-5-14-1S 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray, fine SAND, some siK with interbedded clayey 
silt seams ("1 inch thick). 

Gray, fine-medium SAND, trace-little silt, trace 
shells 

Gray-brown fine-medium SAND, trace silt, 
trace shells. Bottom of sample gray, fine-medium SAND 
some silt, trace coarse sand. 

Hand cleared to 5 ft, Refusal at S0.6 ft. Well set at SO.S ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-89 

Diameter: 8 inches 

Date: 09/05/2014 - 09/06/2014 

Northing (ft): 431517.48 

Easting (ft): 861685.53 

Elevation (ft): 10.43 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 46 feet. 
pH=7 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-89 

Diameter: 8 Inches 

Date: 09/05/2014 - 09/06/2014 

Northing (ft): 431517.48 

Easting (ft): 861685.53 

Elevation (ft): 10.43 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-89 

Diameter: 8 Inches 

Date: 09/05/2014 - 09/06/2014 

Northing (ft): 431517.48 

Easting (ft): 861685.53 

Elevation (ft): 10.43 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-89 

Diameter: 8 Inches 

Date: 09/05/2014 - 09/06/2014 

Northing (ft): 431517.48 

Easting (ft): 861685.53 

Elevation (ft): 10.43 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
45 

50 

52.C 

Sample 

ID 

Blow 

Count 

3-3-3-4 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray fine-medium SAND, litUe-some silt, no shells, 
1"ciayey silt lense. 

Gray fine-medium SAND, tiace-iittie silt over brown 
fine-medium SAND, trace sift, trace coarse sand. 

Gray fine-medium SAND, trace-iittie coarse sand, 
trace silt. 

Hand cleared to 5 ft. Refuse at 52 ft. Well set at 51.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-90 

Diameter: 8 inches 

Date: 09/06/2014 

Northing (ft): 431598.08 

Easting (ft): 861686.30 

Elevation (ft): 10.56 

Total Depth: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 46 feet. 
pH = 8 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-90 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431598.08 

Easting (ft): 861686.30 

Elevation (ft): 10.56 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-90 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431598.08 

Easting (ft): 861686.30 

Elevation (ft): 10.56 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-90 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431598.08 

Easting (ft): 861686.30 

Elevation (ft): 10.56 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

45 

Wet, gray, fine-medium SAND, trace silt, no shells. 

0.0 0.000 SM 

As above. 

5-8-10-10 

50 - -

0.0 

0.0 

0.000 

0.000 

SM 

SM 

As above but with a trace of coarse sand. Bottom 
half of sample has dark gray, fine to medium SAND, 
some silt, trace coarse sand. 

Hand cleared to 5 ft. Refusal at 51.75 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-91 

Diameter: 8 inches 

Date: 09/06/2014 

Northing (ft): 431837.30 

Easting (ft): 861693.90 

Elevation (ft): 9.84 

Total Depth: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 46 feet. 
pH=8 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-91 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431837.30 

Easting (ft): 861693.90 

Elevation (ft): 9.84 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-91 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431837.30 

Easting (ft): 861693.90 

Elevation (ft): 9.84 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-91 

Diameter: 8 Inches 

Date: 09/06/2014 

Northing (ft): 431837.30 

Easting (ft): 861693.90 

Elevation (ft): 9.84 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

45 

50 

51,t 

0.0 0.000 
Gray fine-medium SAND, trace silt, no shells. 

3-4-7-9 SM 

0.0 0.000 As above. 

5-6-9-12 SM 

0.0 0.000 

12-15-50/2 SM 

Gray fine-medium SAND, trace silt, no shells over 
dark gray fine-medium SAND, little to some silt, bedrock 
fragments, trace coame sar>d. 

Hand cleared to 5 ft. Refusal at 51.1 ft. Well set at SO.S ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-92 

Diameter: 8 inches 

Date: 09/10/2014 

Northing (ft): 431915.66 

Easting (ft): 861677.39 

Elevation (ft): 9.46 

Total Depth: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 42 fMt. 
5-20 ft. pH= 8, VOCs= 0.0, Hg= 0.0. 20-42 ft. pH= 8, 
VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-92 

Diameter: 8 Inches 

Date: 09/10/2014 

Northing (ft): 431915.66 

Easting (ft): 861677.39 

Elevation (ft): 9.46 

Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-92 

Diameter: 8 Inches 

Date: 09/10/2014 

Northing (ft): 431915.66 

Easting (ft): 861677.39 

Elevation (ft): 9.46 

Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 -1 

Blow 

Count 

21-9-14-25 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soli Description 

Dark gray fine-coarse SAND, trace silt 

Dark gray fine-medium SAND, some silt, trace coarse 
sand. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-92 
Diameter: 8 Inches 
Date: 09/10/2014 

Northing (ft): 431915.66 
Easting (ft): 861677.39 
Elevation (ft): 9.46 
Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 
Method: Mud Rotary 
Consultant: PARSONS 
Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depdi 

Ft R
ec

ov
 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 

45 • 21-9-14-25 SM 

Darit gray fine-medium SAND, some siK, trace coarse 
sand. • 33-50/1 SM Tan-gray, very dense, fine-medium SAND, some 
silt, trace coarse sand. 

Hand cleared to 5 ft, Refusal at 46.5 ft. W^l set at 45 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-93 

Diameter: 8 inches 

Date: 08/26/2014 

Northing (ft): 431995.33 

Easting (ft): 861689.34 

Elevation (ft): 8.82 

Total Depth: 47.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

3.2 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. Mud rotary 5-20 ft. pH= 
7.5, VOCs= 3.2, HG= 0.0. 20-44 ft. pH= 7.5-8, VOCs= 
0.8, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-93 

Diameter: 8 Inches 

Date: 08/26/2014 

Northing (ft): 431995.33 

Easting (ft): 861689.34 

Elevation (ft): 8.82 

Total Deptti: 47.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

3.2 

0.8 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-93 

Diameter: 8 Inches 

Date: 08/26/2014 

Northing (ft): 431995.33 

Easting (ft): 861689.34 

Elevation (ft): 8.82 

Total Deptti: 47.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

4-5-6-11 

PID 

(ppm) 

0.8 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM-ML 

Soli Description 

Wet, gray, firte-coarse SAND over gray semi-plastic 
silt and clay, little fine sand. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-93 

Diameter: 8 Inches 

Date: 08/26/2014 

Northing (ft): 431995.33 

Easting (ft): 861689.34 

Elevation (ft): 8.82 

Total Deptti: 47.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.( 

Blow 

Count 

4-5-8-11 

1-WR 

WR-50/1 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM-ML 

SM 

SM-BR 

Soil Description 

Wet, gray, fine-coarse SAND over gray semi-plastic 
silt and clay, little tine sand. 

Wet, gray-dar1( gray fine-medium SAND, trace silt 
and clay In lenses. Weathered rock in bottom of sample. 

Weathered rock chips. 

Hand cleared to 5 ft. Refusal at 47.6 ft. Well set at 48 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-94 

Diameter: 8 inches 

Date: 09/09/2014 

Northing (ft): 432075.92 

Easting (ft): 861686.78 

Elevation (ft): 8.98 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

10.3 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. Mud rotary to 43 feet. 
5-20 ft. pH= 7, VOCs 10.3, Hg= 0.0,20-43 ft. pH= 10.0, 
VOCs= 0.2, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-94 

Diameter: 8 Inches 

Date: 09/09/2014 

Northing (ft): 432075.92 

Easting (ft): 861686.78 

Elevation (ft): 8.98 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

10.3 

0.2 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-94 

Diameter: 8 Inches 

Date: 09/09/2014 

Northing (ft): 432075.92 

Easting (ft): 861686.78 

Elevation (ft): 8.98 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

5-6-5-5 

PID 

(ppm) 

0.2 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

Soli Description 

Wet, gray fine-medium SAND, some coarse sand, trace 
silt and clay in lenses. Greenish-gray clay in shoe. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-94 
Diameter: 8 Inches 
Date: 09/09/2014 

Northing (ft): 432075.92 

Easting (ft): 861686.78 

Elevation (ft): 8.98 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FiPS 1001 

—Will 
Construction 

Diagram 
Depth 

Ft 

Sample 

ID 
45 

49.1 

Blow 

Count 

5-4-10-18 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM-CL 

Soil Description 

45-46 ft. Wet, SAND as above. 46-47 ft. Interbedded 
SAND and siity clay. Greenish gray clay in show. 

Wet, tan-brown fine SAND over greenish gray clay, 
trace weathered bedrock In bottom of sample, trace shel 

Wet, weathered rock and SAND. 

Hand cleared to 5 ft. Refusal at 49.1 ft. Well set at 48 ft (4 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-95 

Diameter: 8 inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432156.52 

Easting (ft): 861687.44 

Elevation (ft): 8.66 

Total Depth: 51.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 4* of concrete at ground 
surfece. 

Gray-brown mud. pH= 8, VOCs= 0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-95 

Diameter: 8 Inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432156.52 

Easting (ft): 861687.44 

Elevation (ft): 8.66 

Total Deptti: 51.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

15 

20 --

25 --

Gray-brown mud. pH= 8, VOCs= 0.0, Hg= 0.0 

0.0 0.000 

30 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-95 
Diameter: 8 Inches 
Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432156.52 

Easting (ft): 861687.44 

Elevation (ft): 8.66 

Total Depth: 51.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FiPS 1001 

—Will 
Construction 

Diagram 
Depth 

Ft 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Gray-brown mud. pH= 8, VOCs= 0.0, Hg= 0.0 30 

35 --

40 --

45 

0.0 0.000 

I 
I 

Gray, fine-medium SAND, trace slit, trace lenses 
of CLAY in lower sample. 

0.0 0.000 SM 

Gray, fine-coarse SAND, trace silt. 

8-8-10-11 0.0 0.000 SM 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-95 
Diameter: 8 Inches 
Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432156.52 

Easting (ft): 861687.44 

Elevation (ft): 8.66 

Total Depth: 51.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FiPS 1001 

—Will 
Construction 

Diagram 
Depth 

Ft 

Sample 

ID 
45 

50 --

51.: 

Blow 

Count 

6-3-5-5 

6-7-11-11 

WI2 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

CL 

CL 

CL 

CL-HK 

Soil Description 

Gray CLAY, medium plasticity. 

Gray CLAY, some silt, iittie fine sand. 

Gray CLAY, some siit, iittie fine sand 

Gray CLAY, liffip fine sand, sfiff, Weakly rpmenferi 
SANDSTONE in tip. 

Hand cleared to 5 ft. Refusal at 51.2 ft. Well set at 44.5 ft. (2 ft. of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-96 

Diameter: 8 inches 

Date: 08/28/2014 

Northing (ft): 432236.21 

Easting (ft): 861687.01 

Elevation (ft): 8.88 

Total Depth: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.1 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 4* of concrete over over 
dark organic soil 4*-1'. 1-3' fine-coarse SAND and 
wfiite GRAVEL, pieces of brick. 3-5' Brown fine-medium 
SAND, trace silt. 

Mud rotary to 40 feet. pH= 8, VOCs= 0.1 ppm, Hg= 
0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-96 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432236.21 

Easting (ft): 861687.01 

Elevation (ft): 8.88 

Total Deptti: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.1 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. pH= 8, VOCs= 0.1 ppm, Hg= 
0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-96 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432236.21 

Easting (ft): 861687.01 

Elevation (ft): 8.88 

Total Deptti: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

44.( 

Sample 

ID 

Blow 

Count 

6-6-10-10 

PID 

(ppm) 

0.1 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary to 40 feet. pH= 8, VOCs= 0.1 ppm, Hg= 
0.0. 

Fine to medium SAND, trace silt, trace fine-medium 
sand and silty clay in lenses. 

Fine to medium SAND, trace silt to 43 ft 2 Inches 
over gray CLAY, medium plasticity. 

Hand cleared to 5 ft, Refusal at 44 ft. Well set at 43 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-97 

Diameter: 8 inches 

Date: 09/12/2014 - 09/15/2014 

Northing (ft): 431392.35 

Easting (ft): 861750.75 

Elevation (ft): 9.94 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 
NAD 1983 State Plane 
Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 51 feet. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-97 

Diameter: 8 Inches 

Date: 09/12/2014 - 09/15/2014 

Northing (ft): 431392.35 

Easting (ft): 861750.75 

Elevation (ft): 9.94 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-97 

Diameter: 8 Inches 

Date: 09/12/2014 - 09/15/2014 

Northing (ft): 431392.35 

Easting (ft): 861750.75 

Elevation (ft): 9.94 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I • Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soli Description 

Wet, light gray, fine-medium SAND, siight sheen 
on sampie. Couid be brown stained water. 

Wet SAND as above 44-45 ft. grading to intert>edded 
SAND and SiLT & CLAY layers ~ 1 inch thick. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-97 

Diameter: 8 Inches 

Date: 09/12/2014 - 09/15/2014 

Northing (ft): 431392.35 

Easting (ft): 861750.75 

Elevation (ft): 9.94 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

ML-SM 

ML-SM 

SM-BR 

Soil Description 

Wet SAND as above 44-45 ft. grading to interbedded 
SAND and SILT & CLAY layers - 1 inch thick. 

Wet, interbedded SILT & CLAY with fine-medium SAND 
46-47.3 ft. Fine to medium SAND, trace clay 47.3-48 
ft. 

As above 48-48.9 ft. Greenistvbrown SILT, iitde 
clay, trace shells 48.7-49.3 ft. Dense fine-coarse SAND, 
trace gravel, little sIK, trace shells 49.3-50 ft. 

Fine-medium gray-brown dense SAND, trace 
coarse sand and shells. Bottom 4 Inches fine-medium 
SAND, trace coarse sand-fine gravel. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-98 

Diameter: 8 inches 

Date: 09/17/2014 

Northing (ft): 431473.51 

Easting (ft): 861752.46 

Elevation (ft): 9.85 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. SAND. Mud rotary to 51 
feet. 5-20 ft. pH= 0.0, VOCs= 0.0, Hg 0.0. 2(M4 ft. 
pH= 7, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-98 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431473.51 

Easting (ft): 861752.46 

Elevation (ft): 9.85 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-98 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431473.51 

Easting (ft): 861752.46 

Elevation (ft): 9.85 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

3-2-8-7 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soli Description 

Wet, greenish-gray, fine-medium SAND 44-45 ft, 
Greenish-gray SILT and CLAY, iittie fine sand. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-98 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431473.51 

Easting (ft): 861752.46 

Elevation (ft): 9.85 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

3-2-8-7 

5-4-5-10 

3-3-7-9 

10-50/0 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM-ML 

SM-ML 

SM 

Soil Description 

Wet, greenish-gray, fine-medium SAND 44-45 ft. 
Greenish-gray SILT and CLAY, iittie fine sand. 

Wet, Interbedded greenish-gray fine SAND and SILT 
and CLAY (50/50 ratio). 

As above 48-49.5. 
49.5-50 ft. tan-gray fine-medium 
SAND. 

Wet fine-medium SAND, trace coarse sand-fine gravel. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-99 

Diameter: 8 inches 

Date: 09/11/2014 

Northing (ft): 431554.83 

Easting (ft): 861754.17 

Elevation (ft): 10.38 

Total Depth: 52.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 46 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-99 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431554.83 

Easting (ft): 861754.17 

Elevation (ft): 10.38 

Total Deptti: 52.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 46 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-99 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431554.83 

Easting (ft): 861754.17 

Elevation (ft): 10.38 

Total Deptti: 52.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 46 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-99 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431554.83 

Easting (ft): 861754.17 

Elevation (ft): 10.38 

Total Deptti: 52.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
45 

50 

52. 

Sample 

ID 

Blow 

Count 

5-8-12-12 

7-7-6-13 

50/5 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Mud rotary to 46 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Gray fine-medium SAND, trace silt. Some clayey 
silt 47.5-48 ft. 

Gray fine-medium SAND, trace silt, 

Gray fine-coarse SAND, trace tenses of siiL 

BR Gray fine to coarse SAND, some silt, bace gravel 
I sondatonc, 

Hand cleared to 5 ft, Reftj^ at 52.4 

II 

of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-100 

Diameter: 8 inches 

Date: 09/08/2014 

Northing (ft): 431874.98 

Easting (ft): 861754.07 

Elevation (ft): 9.99 

Total Depth: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. Drill mud brown-gray. pH^ 
8. VOCs= 0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-100 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431874.98 

Easting (ft): 861754.07 

Elevation (ft): 9.99 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Drill mud brown-gray. pH= 
8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-100 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431874.98 

Easting (ft): 861754.07 

Elevation (ft): 9.99 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Drill mud brown-gray. pH= 
8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-100 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431874.98 

Easting (ft): 861754.07 

Elevation (ft): 9.99 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50 

51.; 

Blow 

Count 

9-9-17-27 

50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray fine to medium SAND, some silt, trace shells. 
Silt decreased with depth. 

Gray fine to medium SAND, trace silt, trace shells. 

AS aoove 

SM.BR ^ above. Bottom 3 inches variably cemented SANDSTi >NE 

Hand cleared to 5 ft, Refusal at 51.5 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-101 

Diameter: 8 inches 

Date: 09/09/2014 

Northing (ft): 432036.58 

Easting (ft): 861754.76 

Elevation (ft): 9.55 

Total Depth: 45.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Mud rotary to 45 feet. 
5-20 ft. pH= 7, VOCs. 4.0, Hg= 0.0. -20-43 ft. pH= 7, 
VOCs= 36, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-101 

Diameter: 8 Inches 

Date: 09/09/2014 

Northing (ft): 432036.58 

Easting (ft): 861754.76 

Elevation (ft): 9.55 

Total Deptti: 45.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-101 

Diameter: 8 Inches 

Date: 09/09/2014 

Northing (ft): 432036.58 

Easting (ft): 861754.76 

Elevation (ft): 9.55 

Total Deptti: 45.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45.( 

Sample 

ID 

Blow 

Count 

10-4-8-8 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM-ML 

Soli Description 

Wet,gray, fine to coarse SAND, trace clay 
in thin lenses 43-44 ft. Fir>e SAND, little silt, trace 
clay 44-44.5 ft. CLAY, trace fine sand and silt in lenses 
44.5-45 ft. 

Hand cleared to 5 ft. Refusal at 45 ft. Well set at 44.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-102 

Diameter: 8 inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432115.13 

Easting (ft): 861754.12 

Elevation (ft): 8.73 

Total Depth: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. SAND. 5-25 ft. pH=7, VOC8= 
0.5, Hg= 0.0.25-45 ft. pH=7, VOCs=0.5, Hg= 0.0. VOCs 
over drill mud 50 ppm. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-102 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432115.13 

Easting (ft): 861754.12 

Elevation (ft): 8.73 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.5 

0.5 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-102 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432115.13 

Easting (ft): 861754.12 

Elevation (ft): 8.73 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
"30" 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-102 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432115.13 

Easting (ft): 861754.12 

Elevation (ft): 8.73 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 - -

50.7f -

Blow 

Count 

4-2-8-7 

3-4-6-8 

5-6-B-50/4 

PID 

(ppm) 

0.1 

0.5 

0.3 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

CL 

CL 

CL 

Soil Description 

Wet, greenish-gray CLAY, littie silt, fine^edium 
sand, trace gravel, 45-45.5, as above, trace clay in 
lenses 45.5-46 ft. Greenish gray SILT and CLAY 46-47 
ft. 

Wet, greenish-gray CLAY, lIHe silt, some silt 
In lenses. 

Wet, greenish gray CLAY, lltUe silt, 2 ̂ In sandy 
lerrses, trace weattiered rock in tip of sampler. 

Hand cleared to 5 ft. Refusal at 50.75 ft. Well set at 45 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-103 

Diameter: 8 inches 

Date: 08/28/2014 

Northing (ft): 432195.84 

Easting (ft): 861752.21 

Elevation (ft): 9.06 

Total Depth: 46.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Concrete over gravel and 
organic soil 0-1'. Fine-medium SAND, trace silt 1-5 
feet. 

Mud rotary 5-40 feet. pH= 7, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-103 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432195.84 

Easting (ft): 861752.21 

Elevation (ft): 9.06 

Total Deptti: 46.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary 5-40 feet. pH= 7. VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-103 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432195.84 

Easting (ft): 861752.21 

Elevation (ft): 9.06 

Total Deptti: 46.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

11-9-18-9 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

CL 

Soil Description 

Mud rotary 5-40 feet. pH= 7. VOCs= 0.0, Hg= 0.0. 

Brown and gray fine-medium SAND, trace silL 

Gray fine to medium SAND, trace silL 

Gray medium plasticity CLAY. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-103 
Diameter: 8 Inches 
Date: 08/28/2014 

Northing (ft): 432195.84 
Easting (ft): 861752.21 
Elevation (ft): 9.06 
Total Deptti: 46.0 Ft 

Driller: Groundwater Protection Inc 
Method: Mud Rotary 
Consultant: Mutch Associates 
Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depdi 
Ft 

45 

46.0-^ I 
Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 

11-9-18^ 0.0 0.000 CL 
Gray medium plasticity CLAY. 

Hand cleared to 5 ft, Refusal at 46 ft. Well set at 44 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-104 

Diameter: 8 inches 

Date: 08/29/2014 

Northing (ft): 432279.61 

Easting (ft): 861753.09 

Elevation (ft): 8.33 

Total Depth: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. 5-20 ft. pH= 7, VOCs= 0.5, 
Hg= 0.0. 20-40 ft. pH= 7, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-104 

Diameter: 8 Inches 

Date: 08/29/2014 

Northing (ft): 432279.61 

Easting (ft): 861753.09 

Elevation (ft): 8.33 

Total Deptti: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.5 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-104 

Diameter: 8 Inches 

Date: 08/29/2014 

Northing (ft): 432279.61 

Easting (ft): 861753.09 

Elevation (ft): 8.33 

Total Deptti: 44.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM-ML 

Soli Description 

Wet, tan-gray medium SAND over fine-medium greenish 
gray SAND, trace clay and silt in fiin lenses. 

Wet SAND as above 42-43.2. Greenish gray SILT and 
CLAY, semi stiff 43.2-44 ft. 

Hand cleared to 5 ft. Refusal at 44 ft. Well set at 43.6 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-105 

Diameter: 8 inches 

Date: 08/28/2014 

Northing (ft): 432361.29 

Easting (ft): 861757.36 

Elevation (ft): 9.85 

Total Depth: 47.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 5-40 ft. pH= 7, VOCs= 0.0, 
Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-105 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432361.29 

Easting (ft): 861757.36 

Elevation (ft): 9.85 

Total Deptti: 47.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-105 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432361.29 

Easting (ft): 861757.36 

Elevation (ft): 9.85 

Total Deptti: 47.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-6-7-7 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soli Description 

Wet, gray and tan fine-medium SAND, trace gravel, 
trace clay in thin ienses. 

As above. More silt at bottom of sample in ienses. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-105 
Diameter: 8 Inches 
Date: 08/28/2014 

Northing (ft): 432361.29 
Easting (ft): 861757.36 
Elevation (ft): 9.85 
Total Deptti: 47.0 Ft 

Driller: Groundwater Protection Inc 
Method: Mud Rotary 
Consultant: PARSONS 
Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depdi 
Ft 

45 

47.( 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 

11-18-25-21 0.0 0.000 SM 

As above. More silt at bottom of sample in lenses. 

4-6 0.0 0.000 CL 

Wet, semi-plastic, greenish gray CLAY, little sllL 

Hand cleared to 5 ft, Refusal at 47 ft. Well set at 46 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-106 

Diameter: 8 inches 

Date: 09/12/2014 

Northing (ft): 431510.45 

Easting (ft): 861830.41 

Elevation (ft): 10.65 

Total Depth: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. Mud brown. pH= 8, VOCs= 0.0, 
Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-106 

Diameter: 8 Inches 

Date: 09/12/2014 

Northing (ft): 431510.45 

Easting (ft): 861830.41 

Elevation (ft): 10.65 

Total Deptti: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Mud brown. pH= 8, VOCs= 0.0, 
Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-106 

Diameter: 8 Inches 

Date: 09/12/2014 

Northing (ft): 431510.45 

Easting (ft): 861830.41 

Elevation (ft): 10.65 

Total Deptti: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Mud brown. pH= 8, VOCs= 0.0, 
Hg= 0.0. 



BORING LOG Page 4 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-106 
Diameter: 8 Inches 
Date: 09/12/2014 

Northing (ft): 431510.45 

Easting (ft): 861830.41 

Elevation (ft): 10.65 

Total Depth: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FiPS 1001 

—Will 
Construction 

Diagram 
Depth 

Ft 

Sample 

ID 
45 

50 --

51.2^ 

Blow 

Count 

8-13-16-15 

7-11-11-12 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

50/3 0.0 0.000 BR I Fine to coarse SAND, little silt, trace arai^ 

Soil Description 

Gray fine to medium SAND, trace siit. 

As above. Clayey SILT, little sand bottom Incti of 
sample. 

Gray fine to coarse SAND, trace silt. Fine to medium 
SAND, little silt, trace gravel bottom 6 Indies. 

Pieces of variably cemented SANDSTONE. 
Hand cleared to 5 ft. Refusal at 51.25 ft. Well set at 51 ft. (2 ft. of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-107 

Diameter: 8 inches 

Date: 09/16/2014 

Northing (ft): 431593.16 

Easting (ft): 861820.79 

Elevation (ft): 11.61 

Total Depth: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 5-20 ft. pH=7, VOCs= 0.0, 
Hg=0.0. 20-45 ft. pH=7.5, VOCs= 0.3, Hg=0.0. 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-107 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431593.16 

Easting (ft): 861820.79 

Elevation (ft): 11.61 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Deptii 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.3 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-107 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431593.16 

Easting (ft): 861820.79 

Elevation (ft): 11.61 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Deptii 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.3 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-107 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431593.16 

Easting (ft): 861820.79 

Elevation (ft): 11.61 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 
45 

50 

Blow 

Count 

8-12-21-20 

6-7-6-6 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet, gray medium-coarse SAND, trace silt and day 
in thin lenses at bottom of sampie. 

Wet, gray fine-medium SAND, little coarse sand, 
trace silt and ciay in thin lenses. 

Wet, fine-medium SAND, gray upper, dark gray lower, 
mostly fine sand bottom 6 Inches. 

Wet, greenish, fine SAND, some medium sand, trace 
coarse sand-fine gravei. Sand and gravel in shoe. 

Hand cleared to 5 ft. Refusal at 53 ft. Well set at 53 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-108 

Diameter: 8 inches 

Date: 09/08/2014 

Northing (ft): 431835.98 

Easting (ft): 861825.78 

Elevation (ft): 9.85 

Total Depth: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 ft. SAND. 5-40 ft. pH=8. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-108 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431835.98 

Easting (ft): 861825.78 

Elevation (ft): 9.85 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-108 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431835.98 

Easting (ft): 861825.78 

Elevation (ft): 9.85 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

7-6-8-15 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soli Description 

Wet, gray fine-medium SAND, trace silt, no shells. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-108 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 431835.98 

Easting (ft): 861825.78 

Elevation (ft): 9.85 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

7-6-8-15 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

BR 

Soil Description 

Wet, gray fine-medium SAND, trace silt, no shells. 

Wet, gray fine-medium SAND, trace silt, trace shells. 

As above. 

Weathered bedrock. 

Hand cleared to 5 ft, Refusal at 50.75 ft. Well set at 50.75 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-109 

Diameter: 8 inches 

Date: 09/10/2014 - 09/11/2014 

Northing (ft): 431916.55 

Easting (ft): 861824.10 

Elevation (ft): 10.26 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-109 

Diameter: 8 Inches 

Date: 09/10/2014 - 09/11/2014 

Northing (ft): 431916.55 

Easting (ft): 861824.10 

Elevation (ft): 10.26 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-109 

Diameter: 8 Inches 

Date: 09/10/2014 - 09/11/2014 

Northing (ft): 431916.55 

Easting (ft): 861824.10 

Elevation (ft): 10.26 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-109 

Diameter: 8 Inches 

Date: 09/10/2014 - 09/11/2014 

Northing (ft): 431916.55 

Easting (ft): 861824.10 

Elevation (ft): 10.26 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

51, ( 

Blow 

Count 

22-37-45-50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM 

SM-BR 

Soil Description 

Gray clayey SILT, trace sand. 

Gray fine-medium SAND. Gray fine-medium SAND and 
clayey SILT, trace shells 48-48.5, iittie clayey silt 
48.5-49 feet. 

Gray fine-medium SAND, trace silt, trace shells, 
variably cemented sandstone in shoe of sampler. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-110 

Diameter: 8 inches 

Date: 09/11/2014 

Northing (ft): 431991.60 

Easting (ft): 861823.25 

Elevation (ft): 10.46 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-110 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431991.60 

Easting (ft): 861823.25 

Elevation (ft): 10.46 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-110 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431991.60 

Easting (ft): 861823.25 

Elevation (ft): 10.46 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-110 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 431991.60 

Easting (ft): 861823.25 

Elevation (ft): 10.46 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

8-10-18-22 

22-46-50/4 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM 

SM 

Soil Description 

Gray clayey SILT, trace sand. Bottom 6 incties was 
gray brown, fine-medium SAND, little silt. 

Gray fine-medium SAND, trace silt over 2Hnch iense 
of SILT and CLAY near bottom of sample. 

Gray fine-medium SAND, trace silt, trace shells. 
Trace gravel near bottom of sample. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-111 

Diameter: 8 inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 432041.77 

Easting (ft): 861790.59 

Elevation (ft): 9.47 

Total Depth: 48.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet after cutting concrete slab. 
5-20 ft. pH=7, VOCs 0.0, Hg= 0.0.20-40 ft. pH= 7.5, 
VOCs 10.1, Hg= 0.0. VOCs <1 ppm In tMeathlng zone. 
Rig exfiaust? 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-111 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 432041.77 

Easting (ft): 861790.59 

Elevation (ft): 9.47 

Total Deptti: 48.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

10.1 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-111 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 432041.77 

Easting (ft): 861790.59 

Elevation (ft): 9.47 

Total Deptti: 48.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

4-2-3-7 

PID 

(ppm) 

10.1 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM-ML 

Soil Description 

Wet, gray medium to coarse SAND grading to fine 
-medium sand, trace silt and clay in thin ienses. Bottom 
8 inches greenish gray slit and clay, semi plastic. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-111 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 432041.77 

Easting (ft): 861790.59 

Elevation (ft): 9.47 

Total Deptti: 48.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

Sample 

ID 

48. t 

1 
I 

Blow 

Count 

7-10-14-17 

9-9-50/1 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

US-SM 

SM 

Soil Description 

Wet, silt and day as above 45-45.4 over tan fine 
SAND, little silt, trace day in thin lenses. 

Wet, gray-greenish gray, fine-medium S/^D. 

Hand deared to 5 ft. Refusal at 48.1 ft. Well set at 48 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-112 

Diameter: 8 inches 

Date: 09/08/2014 

Northing (ft): 432157.60 

Easting (ft): 861784.50 

Elevation (ft): 9.25 

Total Depth: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary drilling to 42 feel pH= 8 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-112 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 432157.60 

Easting (ft): 861784.50 

Elevation (ft): 9.25 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Mud rotary drilling to 42 feet. pH= 8 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-112 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 432157.60 

Easting (ft): 861784.50 

Elevation (ft): 9.25 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 

Blow 

Count 

9-6-9-10 

6-4-7-11 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary drilling to 42 feet. pH= 8 

Gray fine-medium SAND, trace silt, trace coarse 
sand. 

As above 44-45 feet. Gray silty CLAY 45-46 feet. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-112 

Diameter: 8 Inches 

Date: 09/08/2014 

Northing (ft): 432157.60 

Easting (ft): 861784.50 

Elevation (ft): 9.25 

Total Deptti: 51.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 - -

51.7 

Blow 

Count 

6-4-7-11 

8-10-12-

9-7-6-50/4 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code 

SM 

CL, SM 

CL 

BR 

Soil Description 

As above 44-45 feet. Gray silty CLAY 45-46 feet. 

Gray silty CLAY 46-47 feet. Gray fine to medium 
SAND, trace to little silt, trace shells with dayey 
silt lense. 

Gray silty CLAY, some fine sand in lenses. 

Gray fine-medium SAND, some silt with shells. Clayey 
SILT intertiedded with fine sand in bottom of sample. 

Hand deared to 5 ft. Refusal at 51.75 ft. Well set at 45 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-113 

Diameter: 8 inches 

Date: 08/29/2014 

Northing (ft): 432233.03 

Easting (ft): 861796.46 

Elevation (ft): 9.08 

Total Depth: 44.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 42 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-113 

Diameter: 8 Inches 

Date: 08/29/2014 

Northing (ft): 432233.03 

Easting (ft): 861796.46 

Elevation (ft): 9.08 

Total Deptti: 44.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 42 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-113 

Diameter: 8 Inches 

Date: 08/29/2014 

Northing (ft): 432233.03 

Easting (ft): 861796.46 

Elevation (ft): 9.08 

Total Deptti: 44.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

44.5-

Sample 

ID 

I 

Blow 

Count 

5-6-10-10 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

7 0.0 0.000 CL Gray CLAY, low plasticity 

Soil Description 

Mud rotary to 42 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Gray fine-medium SAND, trace silt, trace siKy 
clay near txittom of sample. 

Hand cleared to 5 ft. Refuse at 44.5 ft. Well set at 44 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-114 

Diameter: 8 inches 

Date: 08/28/2014 

Northing (ft): 432315.76 

Easting (ft): 861816.07 

Elevation (ft): 8.73 

Total Depth: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. SAND. 5-20 feet pH = 7, 
Hg = 0.00, PID = 0.0 2040 feet pH = 7, Hg = 0.00, PID 
= 0.0. 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-114 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432315.76 

Easting (ft): 861816.07 

Elevation (ft): 8.73 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-114 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432315.76 

Easting (ft): 861816.07 

Elevation (ft): 8.73 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

8-20-26-16 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soli Description 

Wet, tan medium to coarse SAND grading to fine 
to medium SAND with thin lenses ^ greenish-gray day 
and silt at bottom of sample. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-114 

Diameter: 8 Inches 

Date: 08/28/2014 

Northing (ft): 432315.76 

Easting (ft): 861816.07 

Elevation (ft): 8.73 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49.( 

Blow 

Count 

11-20 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML 

Soil Description 

Wet, tan medium to coarse SAND grading to fine 
to medium SAND with thin lenses of greenish-gray day 
and slit at bottom of sample. 

Wet, tan-gray fine to medium SAND in upper foot. 
Wet greenish gray CLAY arvl SILT, semi-piastic bottom 
foot. 

Wet, gray SILT, some clay. Semi-stiff. 

Hand deared to 5 ft. Refusal at 49 ft. Well set at 47 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-115 

Diameter: 8 inches 

Date: 09/11/2014 

Northing (ft): 432400.41 

Easting (ft): 861823.89 

Elevation (ft): 10.77 

Total Depth: 49.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. SAND. 5-20 ft. pH= 7, VOCs= 
0.0, Hg= 0.0.20-42 ft. pH= 7, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-115 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 432400.41 

Easting (ft): 861823.89 

Elevation (ft): 10.77 

Total Deptti: 49.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-115 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 432400.41 

Easting (ft): 861823.89 

Elevation (ft): 10.77 

Total Deptti: 49.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I • Blow 

Count 

6-20-26-21 

4-5-13-22 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM-ML 

Soli Description 

Wet, greenish gray SILT, little clay in lenses 
42-43.2 ft. Ught gray fine-medium SAND 43.2-44 ft. 

Wet SAND as above 44-44.5 ft. SILT, some day, trace 
sand 44.5-45.4. Wet medium SAND, lenses of greenish 
gray silt and day 45.4-46 ft. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-115 

Diameter: 8 Inches 

Date: 09/11/2014 

Northing (ft): 432400.41 

Easting (ft): 861823.89 

Elevation (ft): 10.77 

Total Deptti: 49.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49.4-

Blow 

Count 

12-13-50/5 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM-ML 

SM 

SM 

Soil Description 

Wet SAND as above 44-44.5 ft. SILT, some day, trace 
sand 44.5-45.4. Wet medium SAND, lenses of greenish 
gray siK and clay 45.4-46 ft. 

Upper 4 inches as above over greenish gray fine-
medium SAND, trace ciay at bottom in lenses. 

Wet, greenish gray, fine-medium SAND 48-49 ft. 
Interbedded fine SAND and greenish gray silty CLAY. 

Hand cleared to 5 ft, Refusal at 49.4 ft. Well set at 49 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-116 

Diameter: 8 inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432051.83 

Easting (ft): 861858.46 

Elevation (ft): 10.55 

Total Depth: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. Mud brown-gray. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-116 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432051.83 

Easting (ft): 861858.46 

Elevation (ft): 10.55 

Total Deptti: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Mud brown-gray. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-116 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432051.83 

Easting (ft): 861858.46 

Elevation (ft): 10.55 

Total Deptti: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. Mud brown-gray. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-116 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432051.83 

Easting (ft): 861858.46 

Elevation (ft): 10.55 

Total Deptti: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50.5 

Blow 

Count 

9-10-12-26 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM, ML-CL 

BR 

Soil Description 

Gray, clayey SILT, trace fine sand. 

Gray fine-medium SAND, trace silt in lenses. Gray 
SILT and CLAY in bottom 6 inches of sample. 

Gray fine to medium SAND, trace silt over gray 
clayey SILT, trace sand, weakly cemented sandstone. 

Hand cleared to 5 ft, Refuse at 50.5 ft. Well set at 50 ft. (4 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-117 

Diameter: 8 inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432094.36 

Easting (ft): 861868.39 

Elevation (ft): 10.85 

Total Depth: 52.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 43 feet. Brown-gray drill mud. pH^ 
8. VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-117 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432094.36 

Easting (ft): 861868.39 

Elevation (ft): 10.85 

Total Deptti: 52.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 43 feet. Brown-gray drill mud. pH= 
8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-117 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432094.36 

Easting (ft): 861868.39 

Elevation (ft): 10.85 

Total Deptti: 52.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Mud rotary to 43 feet. Brown-gray drill mud. pH= 
8, VOCs= 0.0, Hg= 0.0. 

Gray-brown fine to coarse SAND, trace silt, 
trace gravel. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-117 

Diameter: 8 Inches 

Date: 09/09/2014 - 09/10/2014 

Northing (ft): 432094.36 

Easting (ft): 861868.39 

Elevation (ft): 10.85 

Total Deptti: 52.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

52./ i 

Blow 

Count 

6-10-11-13 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

ML 

ML 

ML 

Soil Description 

AS aoove. 

Gray fine to medium SAND, trace silt over gray 
clayey SILT, trace sand 47.5 to 49 feet 

Gray clayey SILT, trace sand. 

Gray clayey SILT, fine to coarse sand. 

Hand cleared to 5 ft. Refusal at 52.7 ft. Well set at 47.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-118 

Diameter: 8 inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432161.60 

Easting (ft): 861874.62 

Elevation (ft): 10.60 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 42 feet. Drill mud brown-gray. pH^ 
8. VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-118 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432161.60 

Easting (ft): 861874.62 

Elevation (ft): 10.60 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 42 feet. Drill mud brown-gray. pH= 
8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-118 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432161.60 

Easting (ft): 861874.62 

Elevation (ft): 10.60 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I • Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary to 42 feet. Drill mud brown-gray. pH= 
8, VOCs= 0.0, Hg= 0.0. 

Gray, fine to coarse SAND, trace silt. 

As above. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-118 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432161.60 

Easting (ft): 861874.62 

Elevation (ft): 10.60 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

52.C 

Blow 

Count 

4-5-9-12 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM-CL 

SM. SM-CL 

ML. BR 

Soil Description 

As aoove. 

Gray fine to medium SAND, some slit, trace coarse 
gravel 46-47 f^t. Gray CLAY, medium plasticity 47-48 
feet. 

Gray, fine to medium SAND, some silt lenses, trace 
gravel of gray fine to medium SAND, some siKy CLAY, 
trace gravel. 

Gray clayey SILT, trace fine SAND over variably 
cement^ sandstone in bottom of sample. 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 46 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-119 

Diameter: 8 inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432262.24 

Easting (ft): 861873.14 

Elevation (ft): 10.09 

Total Depth: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. Move location. Original 
spot had burled pipe and overhead electric. SAND. 5-20 
ft. pH= 7, VOCs= 0.0, Hg= 0.0.20-40 ft. pH= 7, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-119 

Diameter: 8 Inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432262.24 

Easting (ft): 861873.14 

Elevation (ft): 10.09 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-119 

Diameter: 8 Inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432262.24 

Easting (ft): 861873.14 

Elevation (ft): 10.09 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
"30" 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-119 

Diameter: 8 Inches 

Date: 08/27/2014 - 08/28/2014 

Northing (ft): 432262.24 

Easting (ft): 861873.14 

Elevation (ft): 10.09 

Total Deptti: 53.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 --

53.0-^ 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML 

ML 

Soil Description 

Wet, greenish-gray fine-medium SAND over silt and 
clay. Cleanout spoon. 

Wet, greenish-gray fine SAND, some clay. Sandstone 
rock in shoe. Poor recovery. 

Wet, greenish-gray, SILT and CLAY, semi-plastic, 
thin sand lenses. 

As above but less sandy lenses. 

Hand cleared to 5 ft. Refusal at 53 ft. Well set at 49 ft. (4 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-120 

Diameter: 8 inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432358.17 

Easting (ft): 861901.69 

Elevation (ft): 10.15 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. 5-20ft. pH=7, VOCs= 0.0, 
Hg= 0.0. 20-40 ft. pH=7, VOCs= 2.4, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-120 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432358.17 

Easting (ft): 861901.69 

Elevation (ft): 10.15 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

2.4 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-120 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432358.17 

Easting (ft): 861901.69 

Elevation (ft): 10.15 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

2.4 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-120 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432358.17 

Easting (ft): 861901.69 

Elevation (ft): 10.15 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
45 

50 

52.C 

Sample 

ID 

Blow 

Count 

4-14-14-21 

16-28-50/0 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

BR 

Soli Description 

Wet, tan fine SAND, little silt, trace clay 47-47.75 
ft. Tan fine-medium SAND, trace silt and day in a thin 
lense. 

Wet, tan fine-medium SAND. Bottom 6 Inches CLAY, 
some silt, sand lenses, semi-stiff. 

Wet tan fine SAND. Bottom 4 inches tan-brown CLAY, 
some silt. 

II 

Hand deared to 5 ft. Refusal at 52 ft. Well set at 52 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-121 

Diameter: 8 inches 

Date: 09/15/2014 

Northing (ft): 432020.27 

Easting (ft): 861885.31 

Elevation (ft): 11.07 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-121 

Diameter: 8 Inches 

Date: 09/15/2014 

Northing (ft): 432020.27 

Easting (ft): 861885.31 

Elevation (ft): 11.07 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-121 

Diameter: 8 Inches 

Date: 09/15/2014 

Northing (ft): 432020.27 

Easting (ft): 861885.31 

Elevation (ft): 11.07 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 45 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-121 

Diameter: 8 Inches 

Date: 09/15/2014 

Northing (ft): 432020.27 

Easting (ft): 861885.31 

Elevation (ft): 11.07 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

7-8-11-14 

3-8-10-15 

7-7-8-50/e 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM 

SM 

Soil Description 

Gray, clayey SILT, trace fine sand over, fine 
to medium SAND, trace silt. Gray clayey silt, trace 
sand at bottom of sample. 

Gray fine to medium SAND, trace silt over gray 
clayey SILT, little sand. Gray fine-medium sand at 
bottom of sample. 

Gray fine to medium SAND, trace sllL Gray CLAY 
and SILT over 2 inches of sandstone. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 50 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-122 

Diameter: 8 inches 

Date: 09/16/2014 

Northing (ft): 432115.28 

Easting (ft): 861895.67 

Elevation (ft): 11.68 

Total Depth: 52.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 43 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-122 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 432115.28 

Easting (ft): 861895.67 

Elevation (ft): 11.68 

Total Deptti: 52.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 43 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 



BORING LOG Page 3 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-122 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 432115.28 

Easting (ft): 861895.67 

Elevation (ft): 11.68 

Total Deptti: 52.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Mud rotary to 43 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Gray, fine to coarse SAND, trace silt 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-122 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 432115.28 

Easting (ft): 861895.67 

Elevation (ft): 11.68 

Total Deptti: 52.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

T' 
50 - -

52.2ff-

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Brown fine to medium SAND, trace silt over gray 
fine to medium SAND, trace silt. 

13.20.22.2S 0.0 0.000 SM 

Gray, fine to medium SAND and SILT over gray clayey 
silt and clay and silt. 

9-9-10-10 0.0 0.000 SM, Mt.. CL 

Gray clayey SILT, trace layers of fine to medium 
sand. 

8-7-7-10 0.0 0.000 ML 

7-21-50/3 
0.0 0.000 SM 

Gray fine to medium SAND, trace lenses of siK. 
Variably cemented sandstone at bottom. 

II 

Hand cleared to 5 ft, Refusal at 52.25 ft. Well set at 52 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-123 

Diameter: 8 inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432194.71 

Easting (ft): 861898.46 

Elevation (ft): 10.94 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Brown-gray diill mud. pH= 8, VOCs= 0.0, Hg= 
0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-123 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432194.71 

Easting (ft): 861898.46 

Elevation (ft): 10.94 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Brown-gray drill mud. pH= 8, VOCs= 0.0, Hg= 
0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-123 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432194.71 

Easting (ft): 861898.46 

Elevation (ft): 10.94 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Brown-gray drill mud. pH= 8, VOCs= 0.0, Hg= 
0.0 

Gray, fine-coarse SAND, trace silt grading to 
fine-medium sand, clayey silt with little sand In end 
of sample. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-123 

Diameter: 8 Inches 

Date: 09/08/2014 - 09/09/2014 

Northing (ft): 432194.71 

Easting (ft): 861898.46 

Elevation (ft): 10.94 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
45 

50 

52.C 

Sample Blow PID Mercury uses 
ID Count (ppm) (mg/mS) Code Soil Description 

Gray clayey SILT, little sand over gray fine to 
coarse SAND, trace silt, trace shells. 

7-17-17-22 0.0 0.000 ML. SM 

Gray CLAY, medium plasticity. 

7-11-15-17 0.0 0.000 CL 

Gray fine to medium SAND, some clayey SILT, trace 
gravel, little fine to medium sand. 

6-7-10-15 0.0 0.000 SM, ML 

21-50/6 0.0 0.000 SM, BR 

Gray fine to medium SAND and SILT, variat^y cementec 
sandstone in end of sample. 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 45 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-124 

Diameter: 8 inches 

Date: 09/14/2014 - 09/21/2014 

Northing (ft): 431445.99 

Easting (ft): 861259.30 

Elevation (ft): 7.61 

Total Depth: 46.9 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 
Hand cleared to 5 feet. 5-38 ft. pH= 7, VOCs=0.0, 
Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-124 

Diameter: 8 Inches 

Date: 09/14/2014 - 09/21/2014 

Northing (ft): 431445.99 

Easting (ft): 861259.30 

Elevation (ft): 7.61 

Total Deptti: 46.9 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-124 

Diameter: 8 Inches 

Date: 09/14/2014 - 09/21/2014 

Northing (ft): 431445.99 

Easting (ft): 861259.30 

Elevation (ft): 7.61 

Total Deptti: 46.9 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

7-10-11-13 

9-25-30-30 

PID 

(ppm) 

0.0 

0.1 

0.0 

0.8 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soli Description 

Wet, light tan, medium-oarse SAND (caved sand?) 
over greenish dark gray fine-medium SAND, lenses of 
silt, trace cay, trace shells. Some stain. 

Wet,tan, fine-medium SAND, trace-little shells, 
trace silt. 

Wet, greenish tan, fine SAND, little medium sand, 
iittle shells, trace slit. 

Wet, as at»ve. Swampy odor. More dense with depth 
and decreasing shells. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-124 

Diameter: 8 Inches 

Date: 09/14/2014 - 09/21/2014 

Northing (ft): 431445.99 

Easting (ft): 861259.30 

Elevation (ft): 7.61 

Total Deptti: 46.9 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 

Tl 
46.9-'- ' ' 

Blow 

Count 

29-50/5 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet, as above. Swampy odor. More dense with depth 
and decreasing shells. 

Wet, tan-gray, fine-medium SAND, trace shells, 
trace gravel. Sandstone bedrock in shoe of sampler. 

Hand cleared to 5 ft. Refusal at 46.9 ft. Wdl set at 46.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-125 

Diameter: 8 inches 

Date: 09/21/2014 

Northing (ft): 431347.69 

Easting (ft): 861315.37 

Elevation (ft): 9.78 

Total Depth: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 5-39 ft. pH= 7, VOCs=0.0, 
Hg= 0.0 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-125 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431347.69 

Easting (ft): 861315.37 

Elevation (ft): 9.78 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-125 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431347.69 

Easting (ft): 861315.37 

Elevation (ft): 9.78 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 

45 

Blow 

Count 

8-10-11-17 

8-11-13-15 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM-ML 

Soli Description 

Wet, tan, fine-medium SAND, trace clay and silt 
in thin lenses. Fine-medium SAND at bottom of sample. 

Wet, greenish-gray, medium SAND, little fine sand, 
trace coarse sand. 

Wet, sand as above. Bottom 6 inches green SILT, 
some clay, little fine sand, trace shells, dense. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-125 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431347.69 

Easting (ft): 861315.37 

Elevation (ft): 9.78 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.( 

Blow 

Count 

8-10-15-27 

8-15-50y0 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet, medium SAND, some coarse sand upper 14 inches 
(caved Insm above?). Fine greenish littie silt, 
trace shells t»ttom 10 inches. 

As above. 

Hand cleared to 5 ft. Refusal at 48 ft. Well set at 48 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-126 

Diameter: 8 inches 

Date: 09/19/2014 

Northing (ft): 431541.15 

Easting (ft): 861319.34 

Elevation (ft): 8.11 

Total Depth: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. SAND. 5-20 ft. pH= 7, VOCs= 
0.0, Hg= 0.0.20-38 ft. pH= 7, VOCs= 0.0, Hg= 0.0. 
Drillers noted sheen and stain in upper hole. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-126 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431541.15 

Easting (ft): 861319.34 

Elevation (ft): 8.11 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-126 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431541.15 

Easting (ft): 861319.34 

Elevation (ft): 8.11 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

3-5^-12 

2-3-2-6 

7-14-15-38 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM-ML 

NA 

SM 

Soli Description 

Wet, greenish-gray fine-coarse SAND, caved material 
from above. 

Wet, greenish-gray fine-coarse SAND, trace shells. 
Bottom 6 inches green SILT, little clay, trace sh^ls, 
trace sand In lenses. 

Poor recovery, reworked coarse SAND, trace fine 
gravel, trace sttells. 

Wet tan, fine-medium SAND, trace fine gravel. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-126 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431541.15 

Easting (ft): 861319.34 

Elevation (ft): 8.11 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.( 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet tan, fine-medium SAND, trace fine gravel. 

Wet, tan, fine-medium SAND, somewhat dense, llttie 
fine gravel-coarse sand, trace siit. 

Hand cleared to 5 ft. Refusal at 48 ft. Well set at 48 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-127 

Diameter: 8 inches 

Date: 09/22/2014 

Northing (ft): 431249.92 

Easting (ft): 861375.28 

Elevation (ft): 9.44 

Total Depth: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. SAND. 5-20 ft. pH= 8,20-39 
ft. pH= 8 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-127 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431249.92 

Easting (ft): 861375.28 

Elevation (ft): 9.44 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.1 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-127 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431249.92 

Easting (ft): 861375.28 

Elevation (ft): 9.44 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 

45 

Blow 

Count 

6-8-10-12 

7-8-9-12 

6-7-7-13 

PID 

(ppm) 

0.1 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soli Description 

Wet, greenish-tan, medium-coarse SAND. Bottom 5-
inches fine greenish SAND, little silt and day in lenses. 

Wet, greenish-tan fine SAND, little silt and day 
in thin lenses. 

wet, greenistvtan, fine SAND, some slit, trace 
day, little-some shells. Less silt and day at depth. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-127 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431249.92 

Easting (ft): 861375.28 

Elevation (ft): 9.44 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

Sample 

ID 

50 - -

50.75 

I 
I 
I 

Blow 

Count 

6-9-9-14 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet, greenish-tan, fine-medium SAND, little shells, 
trace silt. 

As above. SAND, trace gravel at bottom. 

Wet,tan, fine-medium SAND, trace fine gravel. 
Weathered $ar>dstone in shoe. 

Hand cleared to 5 ft. Refusal at 50.75 ft. Well set at 50.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-128 

Diameter: 8 inches 

Date: 09/21/2014 - 09/22/2014 

Northing (ft): 431444.35 

Easting (ft): 861375.45 

Elevation (ft): 9.93 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 40 feet. Brown drill mud. pH= 7, VOCs= 
0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-128 

Diameter: 8 Inches 

Date: 09/21/2014 - 09/22/2014 

Northing (ft): 431444.35 

Easting (ft): 861375.45 

Elevation (ft): 9.93 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 7, VOCs= 
0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-128 

Diameter: 8 Inches 

Date: 09/21/2014 - 09/22/2014 

Northing (ft): 431444.35 

Easting (ft): 861375.45 

Elevation (ft): 9.93 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

4-5-5-5 

3-6-9-13 

7-6-9-13 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 7, VOCs= 
0.0, Hg= 0.0 

Gray fine to coarse SAND, trace silt In lenses. 

Gray medium to coarse SAND, trace sIK in lenses. 

Gray medium to coarse SAND, trace slit grading 
to fir>e to medium SAND, some silt, trace ^ells. 



BORING LOG Page 4 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-128 

Diameter: 8 Inches 

Date: 09/21/2014 - 09/22/2014 

Northing (ft): 431444.35 

Easting (ft): 861375.45 

Elevation (ft): 9.93 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49. t 

Blow 

Count 

7-6-9-13 

16-17-50/0 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray medium to coame SAND, trace siK grading 
to fine to medium SAND, some siit, trace sheiis. 

Gray fine to medium SAND, trace silt, trace stiells. 

Gray fine to medium SAND, trace silL 

Hand cleared to 5 ft, Refusal at 49.1 ft. Well set at 49 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-129 

Diameter: 8 inches 

Date: 09/18/2014 

Northing (ft): 431643.48 

Easting (ft): 861372.08 

Elevation (ft): 8.83 

Total Depth: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-129 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431643.48 

Easting (ft): 861372.08 

Elevation (ft): 8.83 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-129 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431643.48 

Easting (ft): 861372.08 

Elevation (ft): 8.83 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
"30" 

35 --

Sample 

ID 

40 --

45 

Blow 

Count 

3-5-8-9 

6-13-14-23 

PID 

(ppm) 

0.0 

0.0 

0.3 

0.0 

Mercury 

(mg/m3) 

0.000 

0.003 

0.003 

0.000 

uses 
Code 

SM 

SM-ML 

SM-ML 

Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-129 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431643.48 

Easting (ft): 861372.08 

Elevation (ft): 8.83 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 

48.& 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Hand cleared to 5 ft, Refusal at 4S.6 ft. Well set at 48.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-130 

Diameter: 8 inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431149.00 

Easting (ft): 861431.76 

Elevation (ft): 8.40 

Total Depth: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 39 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-130 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431149.00 

Easting (ft): 861431.76 

Elevation (ft): 8.40 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 39 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-130 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431149.00 

Easting (ft): 861431.76 

Elevation (ft): 8.40 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 

45 

Blow 

Count 

6-5-4-3 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Mud rotary to 39 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 

Gray fine to coarse SAND, trace sitt. 

Gray fine to medium SAND, ti^ce silt. Trace shells 
In bottom 6 inches. 

Gray fine to medium SAND, little silt 43-43.6. 
Rest of sample had trace silt and trace shells. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-130 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431149.00 

Easting (ft): 861431.76 

Elevation (ft): 8.40 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Blow 

Count 

6-7-15-16 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM. BR 

Soil Description 

Gray fine to medium SAND, taace silt, trace shells. 

Gray fine to coarse SAND, trace silt. Bottom inch 
was variably cemented sandstone. 

Hand cleared to 5 ft, Refusal at 49 ft. Well set at 49 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-131 

Diameter: 8 inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431349.41 

Easting (ft): 861434.13 

Elevation (ft): 9.67 

Total Depth: 50.75 Ft 

Dtiiler: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

iD 

10 --

15 ' ^ 

Blow 

Count 

PiD 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 toet. SAND. 5-20 ft. pH= 7, VOCs= 
0.0, Hg= 0.0,20-39 ft. pH= 7.5, VOCs= 1.8, Hg= 0.0. 

Weil 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-131 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431349.41 

Easting (ft): 861434.13 

Elevation (ft): 9.67 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

1.8 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-131 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431349.41 

Easting (ft): 861434.13 

Elevation (ft): 9.67 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

8-8-9-12 

8-6-6-13 

PID 

(ppm) 

1.6 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

ML 

ML 

Soli Description 

Wet, greenish-gray, fine-medium SAND over greenish-
gray fine SAND, some silt.ciay in thin lenses. 

Wet, greenish-gray SILT, littie fine sand in ienses, 
iittie siity day in lenses. 

Wet, greenish-gray SILT & CLAY, trace shells, trace 
sand. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-131 

Diameter: 8 Inches 

Date: 09/22/2014 - 09/23/2014 

Northing (ft): 431349.41 

Easting (ft): 861434.13 

Elevation (ft): 9.67 

Total Deptti: 50.75 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

2-4-5-10 

7-19-28-29 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet, fine-medium SAND, trace shells. 

Wet greenish-gray fine SAND, little silt, trace 
shells. 

Wet, fine SAND, trace slit, trace shells. 

Hand cleared to 5 ft. Refusal at 50.75 ft. Well set at 50.5 ft. (1.7 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-132 

Diameter: 8 inches 

Date: 09/19/2014 

Northing (ft): 431544.55 

Easting (ft): 861428.17 

Elevation (ft): 10.26 

Total Depth: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 
NAD 1983 State Plane 
Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-132 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431544.55 

Easting (ft): 861428.17 

Elevation (ft): 10.26 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-132 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431544.55 

Easting (ft): 861428.17 

Elevation (ft): 10.26 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

2-2-5-9 

6-10-12-19 

9-15-20-24 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

SM-ML 

SM 

Soli Description 

Wet, green fine-coarse SAND, little sIH and day 
in lenses. 

Wet, green-tan, ftne SAND, iittle siit and day 
upper 8 inches over green SILT, some day, ilttie sand 
in lenses. 

Wet, green-gray fine SAND, little silt, little-trace 
shells, trace day. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-132 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431544.55 

Easting (ft): 861428.17 

Elevation (ft): 10.26 

Total Deptti: 51.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

51,t 

Blow 

Count 

8-15-16-17 

12-12-50/1 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet, green-gray fine SAND, little silt, little-trace 
shells, trace clay. 

Upper 1/2 as above, lower 1/2 wet, greenish-gray 
fine-medium SAND,trace shells, trace sllL 

As above. 

Wet, greenish-gray, fine-medium SAND, trace coarse 
san^fine gravel. 

Hand cleared to 5 ft, Refusal at 51.1 ft. Well set at SO.S ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-133 

Diameter: 8 inches 

Date: 09/23/2014 

Northing (ft): 431246.02 

Easting (ft): 861499.43 

Elevation (ft): 8.73 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-133 

Diameter: 8 Inches 

Date: 09/23/2014 

Northing (ft): 431246.02 

Easting (ft): 861499.43 

Elevation (ft): 8.73 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-133 

Diameter: 8 Inches 

Date: 09/23/2014 

Northing (ft): 431246.02 

Easting (ft): 861499.43 

Elevation (ft): 8.73 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 

45 

Blow 

Count 

6-6-13-15 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 

Gray fine to coarse SAND, trace silt. 

Gray fine to medium SAND, trace silt trace shells. 
No shells in bottom half of sample. 

Gray fine to medium SAND, trace silt, trace shells. 
Gray SILT, little fine to medium sand, trace shells, 
bottom 6 Inches. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-133 

Diameter: 8 Inches 

Date: 09/23/2014 

Northing (ft): 431246.02 

Easting (ft): 861499.43 

Elevation (ft): 8.73 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM, BR 

Soil Description 

Gray fine to medium SAND, Vace silt, trace shells. 

Gray fine to coarse SAND, trace silt, trace shells. 

As above. Bottom inch was variably cemented sandston 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 



BORING LOG Page 1 of 4 

Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-134 

Diameter: 8 inches 

Date: 09/22/2014 

Northing (ft): 431155.43 

Easting (ft): 861538.58 

Elevation (ft): 8.79 

Total Depth: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-134 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431155.43 

Easting (ft): 861538.58 

Elevation (ft): 8.79 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-134 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431155.43 

Easting (ft): 861538.58 

Elevation (ft): 8.79 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

7-6-9-11 

3-6-6-13 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM, ML 

SM, ML-CL 

SM 

Soil Description 

Mud rotary to 39 feet. pH= 8, VOCs= 0.0, Hg= 0.0 

Gray fine to medium SAND, trace silt in lenses 
over gray clayey slit, trace sand. 

Gray fine-medium SAND, trace silt over gray SILT, 
trace sartd over Gray SILT and CLAY, stiff In 4-Inch 
altematirtg layers. 

Gray fine to medium SAND, trace silt, trace shells 
over fine to medium SAND and SILT, trace shells. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-134 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431155.43 

Easting (ft): 861538.58 

Elevation (ft): 8.79 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50.( 

Blow 

Count 

13-50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM, BR 

Soil Description 

Gray fine to medium SAND, Vace silt, trace shells. 

As above. 

Dark gray fine to medium SAND, trace gravei, littie 
silt. Variably cemented sandstone In shoe of sampler. 

Hand cleared to S ft, Rekisal at 49.5 ft. Well set at 49.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-135 

Diameter: 8 inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 431247.77 

Easting (ft): 861602.24 

Elevation (ft): 8.99 

Total Depth: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 40 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-135 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 431247.77 

Easting (ft): 861602.24 

Elevation (ft): 8.99 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-135 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 431247.77 

Easting (ft): 861602.24 

Elevation (ft): 8.99 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 
I 

Blow 

Count 

3-5-7-4 

x-11-21-31 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, ML 

SM, ML 

Soil Description 

Mud rotary to 40 feet. pH= 8, VOCs= 0.0, Hg= 0.0. 

Gray fine to coarse SAND, trace silt. 3-inc^ gray 
clayey SILT with trace sand, near bottom of sample. 

Gray fine-medium SAND, trace silt over gray SILT, 
some fine to medium SAND interbedded in the siit. 

Gray fine to medium SAND (44-44.5 feet) over gray 
clayey SILT and SILT, some fine to medium sand, littie 
shelis. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-135 

Diameter: 8 Inches 

Date: 09/16/2014 - 09/17/2014 

Northing (ft): 431247.77 

Easting (ft): 861602.24 

Elevation (ft): 8.99 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Blow 

Count 

50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM, ML 

ML, SM 

Soil Description 

Gray fine to medium SAND (44-44.5 feet) over gray 
clayey SILT and SILT, some fine to medium sand, llttie 
shelis. 

Gray SiLT, some fine to medium sand, little shells 
over gray fine to medium SAND, trace silt, trace shells. 

SM BR ^ medium SAND, little silt. 4 inches of cemented 
Isandstone at tMttom of sample. 

Hand cleared to 5 ft. Refusal at 4S.5 ft. Well set at 48 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-136 

Diameter: 8 inches 

Date: 09/22/2014 

Northing (ft): 431136.37 

Easting (ft): 861661.50 

Elevation (ft): 9.39 

Total Depth: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-136 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431136.37 

Easting (ft): 861661.50 

Elevation (ft): 9.39 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-136 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431136.37 

Easting (ft): 861661.50 

Elevation (ft): 9.39 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-5-7-9 

9-12-15-15 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM&ML 

ML&CL 

SM 

Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Gray SILT and CLAY, trace sand over gray SILT, 
trace fine sand in lenses (40-41 feet). Gray SILT, trace 
fine sand In lenses (41-42). 

Altemating Gray SILT and CLAY, stiff, and 
medium SAND, trace sIK. 4-inch layers. 

Gray fine to medium SAND, little sIK, trace shells 
in bottom of sample. 



BORING LOG Page 4 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-136 

Diameter: 8 Inches 

Date: 09/22/2014 

Northing (ft): 431136.37 

Easting (ft): 861661.50 

Elevation (ft): 9.39 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.( 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Gray fine to medium SAND, little silt, frace shells 
in bottom of sample. 

Gray fine to medium SAND, trace shelis. 

Hand cleared to 5 ft, Refusal at 48 ft. Well set at 48 ft. (2 ft of screen).Location 
moved 10 feet south due to large tree. 



BORING LOG Page 1 of 4 

Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-137 

Diameter: 8 inches 

Date: 09/17/2014 

Northing (ft): 431245.75 

Easting (ft): 861717.84 

Elevation (ft): 10.05 

Total Depth: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 40 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-137 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431245.75 

Easting (ft): 861717.84 

Elevation (ft): 10.05 

Total Deptti: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-137 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431245.75 

Easting (ft): 861717.84 

Elevation (ft): 10.05 

Total Deptti: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 
I 

Blow 

Count 

8-12-14-14 

6-13-22-20 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

ML, SM 

SM 

Soil Description 

Mud rotary to 40 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Gray fine to medium SAND, trace sllL 

Gray SILT, little fine to medium SAND, 43-43.5 
feet Gray fine to medium SAND, little silt, gray SILT, 
iittie fine to medium SAND. 

Fine to medium SAND, Interbedded gray siK in 1/2 
to 2-Inch lenses. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-137 

Diameter: 8 Inches 

Date: 09/17/2014 

Northing (ft): 431245.75 

Easting (ft): 861717.84 

Elevation (ft): 10.05 

Total Deptti: 51.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 - -

61.2^ 

Blow 

Count 

7-8-8-6 

5-6-9-17 

20-26-50/3 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, ML 

SM, ML/CL 

SM, BR 

Soil Description 

Fine to medium ̂ ND, interbedded gray siK in 1/2 
to 2-inch ienses. 

Gray, fine to medium SAND, little silt, 2-inch 
layer of gray day and silt. Bottom of sample gray SILT, 
little sand, trace shells. 

Gray fine to medium SAND, little slit, 2-inch silt 
and day layer. 49.3 -49.9 feet, gray slit and clay 
over fine to medium SAND, trace silt. 

Fine to medium SAND, trace silt over variably cemented 
SANDSTONE at bottom of sample. 

Hand deared to 5 ft. Refusal at 51.25 ft. Well set at 50 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-138 

Diameter: 8 inches 

Date: 09/21/2014 

Northing (ft): 431148.46 

Easting (ft): 861773.81 

Elevation (ft): 9.95 

Total Depth: 50.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-138 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431148.46 

Easting (ft): 861773.81 

Elevation (ft): 9.95 

Total Deptti: 50.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-138 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431148.46 

Easting (ft): 861773.81 

Elevation (ft): 9.95 

Total Deptti: 50.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

Sample 

ID 

40 --

45 

Blow 

Count 

8-5-9-17 

9-12-15-15 

5-7-9-11 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-138 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431148.46 

Easting (ft): 861773.81 

Elevation (ft): 9.95 

Total Deptti: 50.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

12-8-9-12 

«1-50/1 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

O.Q Q.QQQ 

uses 
Code Soil Description 

Hand cleared to 5 ft, Reftisal at S0.1 ft. Well set at SO ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-139 

Diameter: 8 inches 

Date: 09/16/2014 

Northing (ft): 431347.60 

Easting (ft): 861773.84 

Elevation (ft): 10.08 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand dug to 5 feet. 5-20 feet pH = 7, VOCs = 0.0, 
Hg = 0.00. 20-39 feet pH = 8, VOCs = 0.0, Hg = 0.00. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-139 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431347.60 

Easting (ft): 861773.84 

Elevation (ft): 10.08 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soli Description 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-139 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431347.60 

Easting (ft): 861773.84 

Elevation (ft): 10.08 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

5-8-13-17 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soli Description 

Wet, gray, fine to medium SAND, trace coarse sand. 

Wet SAND as above grading to fine SAND at bottom 
of sample. 

Wet, fine SAND, little to some silt. Bottom 8 inches 
were greenish gray SILT, little fine sand, trace day. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-139 

Diameter: 8 Inches 

Date: 09/16/2014 

Northing (ft): 431347.60 

Easting (ft): 861773.84 

Elevation (ft): 10.08 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

51, ( 

Blow 

Count 

1-2-4-13 

6-8-13-16 

10-7-9-9 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM 

SM 

Soil Description 

Wet SILT, littfe sand, trace-little day. Bottom 
4 inches were fine-medium SAND, trace shelis. 

Wet, greenish-gray-tan fine to medium SAND, 3-inch 
ienses of silt ai^ day, trace day in thin lense at 
bottom. 

Wet, greenish gray fine to medium SAND, trace shells 
in bottom 6 inches. Weathered rock in tip of sampler. 

Hand deared to 5 ft. Refusal at 51 ft. Well set at 50.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-140 

Diameter: 8 inches 

Date: 09/17/2014 - 09/18/2014 

Northing (ft): 431248.04 

Easting (ft): 861831.33 

Elevation (ft): 10.41 

Total Depth: 52.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 39 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg=0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-140 

Diameter: 8 Inches 

Date: 09/17/2014 - 09/18/2014 

Northing (ft): 431248.04 

Easting (ft): 861831.33 

Elevation (ft): 10.41 

Total Deptti: 52.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 39 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg=0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-140 

Diameter: 8 Inches 

Date: 09/17/2014 - 09/18/2014 

Northing (ft): 431248.04 

Easting (ft): 861831.33 

Elevation (ft): 10.41 

Total Deptti: 52.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-8-10-10 

6-6-12-17 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Mud rotary to 39 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg=0.0 

Gray fine to medium SAND, trace sill 

As above. 

As above. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-140 

Diameter: 8 Inches 

Date: 09/17/2014 - 09/18/2014 

Northing (ft): 431248.04 

Easting (ft): 861831.33 

Elevation (ft): 10.41 

Total Deptti: 52.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
45 

50 --

52.5-

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Gray SILT, some interbedded fine to medium sand. 
Gray fine to medium SAND, some slit lenses. 

4-8-16-17 0.0 0.000 ML, SM 

Gray fine to medium SAND, trace silt (47-48.5 feet)over 
fine to medium SAND, iittie silt lenses, trace shells. 

12-17-9-9 0.0 0.000 SM 

Brown fine to medium SAND, trace silt, trace shells. 

5-6-7-6 0.0 0.000 SM 

12-21-50/4 0.0 0.000 SM/CL-ML 

Fine to medium SAND, trace silt (51-51.5 feet)over 
gray CLAY and SILT (51.5-52.3 feet). Variably cementet 
SANDSTONE in tip of sampier, 

Hand cleared to 5 ft, Reftjsal at 52.5 ft. Well set at 51.5 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-141 

Diameter: 8 inches 

Date: 09/21/2014 

Northing (ft): 431149.20 

Easting (ft): 861888.30 

Elevation (ft): 10.70 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-141 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431149.20 

Easting (ft): 861888.30 

Elevation (ft): 10.70 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-141 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431149.20 

Easting (ft): 861888.30 

Elevation (ft): 10.70 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

4-3-4-3 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, ML 

ML 

Soil Description 

Mud rotary to 40 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0. 

Gray fine to medium SAND, trace sllL 

Gray, fine to medium SAND, lltUe silt (42-42.5 
feet). Gray SILT, little fine to medium SAND (42.543.5 
feet), fine to medium SAND, little silt. 

Gray SILT, trace sand. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-141 

Diameter: 8 Inches 

Date: 09/21/2014 

Northing (ft): 431149.20 

Easting (ft): 861888.30 

Elevation (ft): 10.70 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

4-3-4-3 

6-5-7-7 

13-50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

ML 

SM 

ML. ML-CL 

SM, BR 

Soil Description 

Gray SILT, trace sand. 

Fine to medium SAND, iittie silt, trace shells. 

Gray clayey SILT, trace sand (48-49 feet). Gray 
SILT and CLAY, trace lenses of fine to medium SAND. 

Gray fine to medium SAND, trace sllL trace shells. 
Variably cemented SANDSTONE in tip of sampler. 

Hand cleared to 5 ft. Refusal at 51 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-142 

Diameter: 8 inches 

Date: 09/18/2014 

Northing (ft): 431346.27 

Easting (ft): 861887.52 

Elevation (ft): 10.88 

Total Depth: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 41 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-142 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431346.27 

Easting (ft): 861887.52 

Elevation (ft): 10.88 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 41 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-142 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431346.27 

Easting (ft): 861887.52 

Elevation (ft): 10.88 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary to 41 feet. Brown drill mud. pH= 8, VOCs= 
0.0, Hg= 0.0 

Gray fine to medium SAND, trace sllL 

As above. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-142 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431346.27 

Easting (ft): 861887.52 

Elevation (ft): 10.88 

Total Deptti: 51.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

50 

52.C 

Blow 

Count 

6-10-9-13 

4-10-13-16 

16-8-9-8 

9-50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM, BR 

Soil Description 

Gray fine to medium SAND, little clayey silt in 
interbedded layers, 1/2 to 2 inches thick. 

Gray fine to medium SAND, trace silt in lenses. 

Gray fine to medium SAND, trace silt in lenses, 
trace shells. Bottom 2 Inches were SILT, trace sand, 
trace shells. 

Gray fine to medium SAND, trace silt lenses (51-51.5). 
Gray SILT, trace sand, trace shells. Variably cemented 
SANDSTONE in tip of sampler, 

Hand cleared to 5 ft, Refusal at 51.5 ft. Well set at 51 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-143 

Diameter: 8 inches 

Date: 09/20/2014 

Northing (ft): 431247.65 

Easting (ft): 861946.87 

Elevation (ft): 10.62 

Total Depth: 53.15 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 41 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-143 

Diameter: 8 Inches 

Date: 09/20/2014 

Northing (ft): 431247.65 

Easting (ft): 861946.87 

Elevation (ft): 10.62 

Total Deptti: 53.15 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 41 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-143 

Diameter: 8 Inches 

Date: 09/20/2014 

Northing (ft): 431247.65 

Easting (ft): 861946.87 

Elevation (ft): 10.62 

Total Deptti: 53.15 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
I 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary to 41 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0 

Gray fine to medium SAND, trace sllL 

As above. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-143 
Diameter: 8 Inches 
Date: 09/20/2014 

Northing (ft): 431247.65 

Easting (ft): 861946.87 

Elevation (ft): 10.62 

Total Depth: 53.15 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FiPS 1001 

—Will 
Construction 

Diagram 
Depth 

Ft 
'W 

Sample 

ID 

50 --

53.tS 

I 
I 

Blow 

Count 

4-5-9-8 

WOR-2-5-7 

10-10-10-8 

7-8-9-18 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

Q.QOQ 

uses 
Code 

SM 

SM 

SM. ML 

ML, ML-CL 

Soil Description 

AS above. 

As above. 

Gray fine to medium SAND, trace silt over SAND 
and SILT, trace stiells. 2-lncti silt and clay at bottom 
of sample. 

Gray clayey SILT, trace sand over gray SILT and 
CLAY, trace fine sand In layers. 

variably cemeoti 
Hand cleared too 5 ft, Refusal at 53.15 ft. Well set at 50 ft. (2 ft. of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-144 

Diameter: 8 inches 

Date: 09/18/2014 

Northing (ft): 431444.33 

Easting (ft): 861945.81 

Elevation (ft): 11.27 

Total Depth: 50.7 Ft 

Dtiiler: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

iD 

10 --

15 ' ^ 

Blow 

Count 

PiD 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 42 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0. 

Weil 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-144 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431444.33 

Easting (ft): 861945.81 

Elevation (ft): 11.27 

Total Deptti: 50.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Deptii 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 42 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-144 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431444.33 

Easting (ft): 861945.81 

Elevation (ft): 11.27 

Total Deptti: 50.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Deptii 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I • Blow 

Count 

8-10-12-13 

6-9-10-13 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM, ML, SM 

Soil Description 

Mud rotary to 42 feet. Drill mud brown. pH= 7, VOCs= 
0.0, Hg= 0.0. 

Gray fine to medium SAND, trace sllL 

Gray fine to medium SAND, trace silt over gray 
fine to medium SAND and SILT. 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-144 

Diameter: 8 Inches 

Date: 09/18/2014 

Northing (ft): 431444.33 

Easting (ft): 861945.81 

Elevation (ft): 11.27 

Total Deptti: 50.7 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Deptii 

Ft 

Sample 

ID 
45 

50 -|-

50.< 

Blow 

Count 

28-50/2 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM, ML, SM 

SM, ML 

SM 

BR 

Soil Description 

Gray fine to medium SAND, trace silt over gray 
fine to medium SAND and SILT. 

Gray fine to medium SAND, trace silL 1/2 Inch 
silt, ilttie sand layer over gray fine to medium SAND, 
silt layer at bottom of sample. 

Gray fine to medium SAND, trace sllL Gray SILT, 
ilttie sand, trace shells at bottom of sample. 

Weakly cemented SANDSTONE. 

Hand cleared to 5 ft, Rekjsal at 50.7 ft. Well set at 49 ft. (2 ft of screen). 
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Honeywell 
Site Name: Chemicals Site, Brunswick GA 

Boring No: SW-145 

Diameter: 8 inches 

Date: 09/19/2014 

Northing (ft): 431346.62 

Easting (ft): 862003.35 

Elevation (ft): 10.97 

Total Depth: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

Sample 

ID 

10 --

15 ' ^ 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Hand cleared to 5 feet. 

Mud rotary to 41 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-145 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431346.62 

Easting (ft): 862003.35 

Elevation (ft): 10.97 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Mud rotary to 41 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-145 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431346.62 

Easting (ft): 862003.35 

Elevation (ft): 10.97 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

I 
I 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Mud rotary to 41 feet. Drill mud brown. pH= 8, VOCs= 
0.0, Hg= 0.0 

Gray fine to medium SAND, trace sllL 

Gray fine to medium SAND, trace silL 
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Honeywell 
Site Name: |_cp Chemicals Site, Brunswick OA 
Boring No: SW-145 

Diameter: 8 Inches 

Date: 09/19/2014 

Northing (ft): 431346.62 

Easting (ft): 862003.35 

Elevation (ft): 10.97 

Total Deptti: 51.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

5-10-17-28 

13-9-7-7 

5-5-7-48 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM, ML 

SM 

SM, ML. BR 

Soil Description 

Gray fine to medium SAND over clayey silt and layers 
of brown fine to medium sand and silt. 

Gray fine to medium SAND, trace silt. 

Gray fine to medium SAND, trace silt trace shells 
over gray SILT and fine to medium SAND, little variably 
cement^ SANDSTONE. 

Hand cleared to 5 ft, Refusal at 51 ft. Well set at 50 ft. (2 ft of screen). 



Phase 3 Sparge Well Boring Logs 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-146 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431248.4 

Easting (ft): 861260.51 

Elevation (ft): 8.0 

Total Depth: 48.66 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-146 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431248.4 

Easting (ft): 861260.51 

Elevation (ft): 8.0 

Total Deptti: 48.66 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-146 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431248.4 

Easting (ft): 861260.51 

Elevation (ft): 8.0 

Total Deptti: 48.66 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

4-16-27-34 

PID 

(ppm) 

0.0 

0.1 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

SP 

Soil Description 

Gray medium SAND with iittie silt & some sheii 
fragments, medium dense. 

As above, no siit. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-146 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431248.4 

Easting (ft): 861260.51 

Elevation (ft): 8.0 

Total Deptti: 48.66 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.60f-

Blow 

Count 

12-50/3 In 

PID 

(ppm) 

0.1 

0.2 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SP 

SP 

SM 

Soil Description 

As above, no sitt. 

As above. 

Grayish green fine SAND, trace fine gravel, 
medium dense. 

Hand cleared to 5 ft, Refusal at 48.66 ft. Well set at 48.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-147 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431311.02 

Easting (ft): 861264.18 

Elevation (ft): 7.8 

Total Depth: 48.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
0 

10 --

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.8 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 feet. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-147 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431311.02 

Easting (ft): 861264.18 

Elevation (ft): 7.8 

Total Depth: 48.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-147 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431311.02 

Easting (ft): 861264.18 

Elevation (ft): 7.8 

Total Depth: 48.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
3D 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.3 

0.8 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

"SM" 

SM 

Soil Description 

Gray medium SAND with litUe shell fragments, loose. 

Dark orav medium-fine SAND with little silt, loose. 
Dark gray medium-fine SAND, medium loose. 

Well 
Construction 

Diagram 



BORING LOG Page 4 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-147 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431311.02 

Easting (ft): 861264.18 

Elevation (ft): 7.8 

Total Depth: 48.2 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Blow 

Count 

PID 

(ppm) 

0.2 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 
Gray medium SAND. 

Carav Doorlv cemented SANDS l UNE. 

Well 
Construction 

Diagram 

Hand cleared to 5 ft, Refusal at 48.2 ft. Well set at 48 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-148 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431149.48 

Easting (ft): 861318.16 

Elevation (ft): 9.0 

Total Depth: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.3 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-148 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431149.48 

Easting (ft): 861318.16 

Elevation (ft): 9.0 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-148 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431149.48 

Easting (ft): 861318.16 

Elevation (ft): 9.0 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.1 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Gray fine SAND, trace silt, some shell fragments, 
medium dense. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-148 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431149.48 

Easting (ft): 861318.16 

Elevation (ft): 9.0 

Total Deptti: 48.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Blow 

Count 

7-17-24-95 

PID 

(ppm) 

0.0 

0.1 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Dark gray fine SAND, rnedlum dense. 

As above with shell fragments. 

QIHV SILT. 
Hand cleared to 5 ft, Refusal at 4S.5 ft. Wdl set at 48 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-149 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431216.09 

Easting (ft): 861315.78 

Elevation (ft): 9.5 

Total Depth: 50.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-149 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431216.09 

Easting (ft): 861315.78 

Elevation (ft): 9.5 

Total Deptti: 50.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-149 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431216.09 

Easting (ft): 861315.78 

Elevation (ft): 9.5 

Total Deptti: 50.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

4-6-6-12 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

ML 

SM 

Soil Description 

Wet, gray, SILT, some very fine sand, large shell 
fragments. 

Brown medium SAND. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-149 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431216.09 

Easting (ft): 861315.78 

Elevation (ft): 9.5 

Total Deptti: 50.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50.4 

Blow 

Count 

8-21-26-24 

7-21-31-26 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet green brown medium SAND some fine sand, trace 
silt, shell fragments. 

Wet gray medium SAND, trace silt shell fragments. 

Wet darlt brown to green fine to medium SAND trace 
silt. 

Wet brown coarse SAND trace fine gravel. 

Hand cleared to 5 ft, Refusal at 50.4 ft. Well set at 50.4 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-150 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431281.96 

Easting (ft): 861318.2 

Elevation (ft): 9.2 

Total Depth: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-150 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431281.96 

Easting (ft): 861318.2 

Elevation (ft): 9.2 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-150 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431281.96 

Easting (ft): 861318.2 

Elevation (ft): 9.2 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

5-5-5-5 

6-6-12-20 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

CL 

Soil Description 

Wet, gray CLAY, some very fine sand, shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-150 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431281.96 

Easting (ft): 861318.2 

Elevation (ft): 9.2 

Total Deptti: 49.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49.( 

Blow 

Count 

15-50/6 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet grayish green medium to fine SAND little silt. 

Fine to medium greenish SAND trace silt shell fragment: 
little day lenses t>ottom 6 in. 

Hand deared to 5 ft, Refusal at 49 ft. Well set at 4S.S ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-151 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431611.39 

Easting (ft): 861316.42 

Elevation (ft): 6.8 

Total Depth: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Concrete-like debris. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-151 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431611.39 

Easting (ft): 861316.42 

Elevation (ft): 6.8 

Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-151 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431611.39 

Easting (ft): 861316.42 

Elevation (ft): 6.8 

Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

18-31-7-? 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet green medium to coarse SAND many shell 
fragments, trace silt. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-151 
Diameter: 8 inches 
Date: 09/24/2015 

Northing (ft): 431611.39 
Easting (ft): 861316.42 
Elevation (ft): 6.8 
Total Deptti: 46.5 Ft 

Driller: Groundwater Protection Inc 
Method: Mud Rotary 
Consultant: Mutch Associates 
Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

Depdi Sample Blow PID Mercury uses Well 
Construction 

Ft ID Count (ppm) (mg/m3) Code Soil Description Diagram 

45 • Green medium-coarse SAND trace fine gravel. 

1 16-19-50/6 In 0.0 0.000 SM 

Hand cleared to 5 ft, Refusal at 46.5 ft. W^l set at 46.5 ft (2 ft of screen). 



BORING LOG Page 1 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-152 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431678.01 

Easting (ft): 861316.82 

Elevation (ft): 7.0 

Total Depth: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.9 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Concrete-like debris. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-152 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431678.01 

Easting (ft): 861316.82 

Elevation (ft): 7.0 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-152 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431678.01 

Easting (ft): 861316.82 

Elevation (ft): 7.0 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

9-11-17-30 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet, dark brown medium-coarse SAND (petroleum 
product residue observed in sample). 

As above with shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-152 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431678.01 

Easting (ft): 861316.82 

Elevation (ft): 7.0 

Total Deptti: 48.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

48.( 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM/ML/CL 

Soil Description 

As above with shell fragrnents. 

Wet dark brown medium SAND, little fine gravel, 
petroleum product observed. Last 3 in day and silt. 

Hand deared to 5 ft. Refusal at 48 ft. Well set at 47.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-153 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431114.61 

Easting (ft): 861374.45 

Elevation (ft): 8.6 

Total Depth: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-153 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431114.61 

Easting (ft): 861374.45 

Elevation (ft): 8.6 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-153 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431114.61 

Easting (ft): 861374.45 

Elevation (ft): 8.6 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

7-2-15-18 

PID 

(ppm) 

1.0 

1.4 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray medium SAND. 

Gray fine-medium SAND with shell fragments. 

As above with lense of siit at 44.25 fL 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-153 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431114.61 

Easting (ft): 861374.45 

Elevation (ft): 8.6 

Total Deptti: 49.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49.5-

Blow 

Count 

PID 

(ppm) 

1.4 

0.8 

0.6 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

As above with lense of silt at 44.25 fi 

Brown fine-very fine SAND. 

Brownish gray fine-medium SAND witti trace fine 
gravei. 

Hand cleared to 5 ft, Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-154 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431183.13 

Easting (ft): 861374.52 

Elevation (ft): 8.7 

Total Depth: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

1.6 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-154 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431183.13 

Easting (ft): 861374.52 

Elevation (ft): 8.7 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-154 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431183.13 

Easting (ft): 861374.52 

Elevation (ft): 8.7 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

1.6 

1.8 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SU/ML 

SM 

SM 

Soil Description 

Dark gray fine SAND and SILT. 

Gray medium SAND with some fine gravel. Shell 
fragments at bottom. 

Gray medium SAND. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-154 

Diameter: 8 inches 

Date: 09/11/2015 

Northing (ft): 431183.13 

Easting (ft): 861374.52 

Elevation (ft): 8.7 

Total Deptti: 48.6 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 

48.& 

Blow 

Count 

17-50/1 in 

PID 

(ppm) 

1.8 

1.5 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

SM 

Soil Description 

Gray medium SAND. 

Gray fine SAND, some gravel. 

Brown fine-medium SAND, dense. 

Brown fine-medium SAND, trace silt. 

As above with more silt. 

Hand cleared to 5 ft, Refusal at 48.6 ft. Well set at 47.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-155 

Diameter: 8 inches 

Date: 09/10/2015 - 09/13/2015 

Northing (ft): 431315.9 

Easting (ft): 861374.26 

Elevation (ft): 9.1 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

2.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-155 

Diameter: 8 inches 

Date: 09/10/2015 - 09/13/2015 

Northing (ft): 431315.9 

Easting (ft): 861374.26 

Elevation (ft): 9.1 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

2.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-155 

Diameter: 8 inches 

Date: 09/10/2015 - 09/13/2015 

Northing (ft): 431315.9 

Easting (ft): 861374.26 

Elevation (ft): 9.1 

Total Deptti: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I • Blow 

Count 

1-1-1-1 

4-9-g-g 

PID 

(ppm) 

2.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Very fine SAND some silt, wet gray. 

Wet, gray medium SAND, trace silt, shell fragments 
In last inch. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-155 

Diameter: 8 inches 

Date: 09/10/2015 - 09/13/2015 

Northing (ft): 431315.9 

Easting (ft): 861374.26 

Elevation (ft): 9.1 

Total Depth: 52.0 Ft 

Driller: Groundwater Protection Inc 

Method; Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum; NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/ FIRS 1001 

Depth 

Ft 

Sample 

ID 
45 

50 --

52.0 

Blow 

Count 

4-9-9-9 

7-11-19-20 

32-34-34-5(VB 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

BR 

Soil Description 

Wet, gray medium SAND, trace silt, shell fragments 
in last inch. 

Moist-wet, medium SAND, trace silt, shell 
fragments. 

Sandstone. 

Well 
Construction 

Diagram 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-156 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431379.48 

Easting (ft): 861372.28 

Elevation (ft): 9.2 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

Ft 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-156 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431379.48 

Easting (ft): 861372.28 

Elevation (ft): 9.2 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-156 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431379.48 

Easting (ft): 861372.28 

Elevation (ft): 9.2 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 

Blow 

Count 

6-11-11-10 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet gray coarse to medium SAND trace silt 

Wet light gray coarse to medium SAND trace silt. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-156 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431379.48 

Easting (ft): 861372.28 

Elevation (ft): 9.2 

Total Deptti: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

Ft 

Sample 

ID 
45 

49. t 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet green fine to medium SAND, trace silt, shell 
fragments. 

Wet dark gray medium to coarse SAND. 

Green fine SAND trace day in ienses. 

Wet greenish-gray medium to coarse SAND trace siit. 

Hand deared to 5 ft, Refusal at 49.1 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-157 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431513 

Easting (ft): 861373.5 

Elevation (ft): 9.1 

Total Depth: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-157 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431513 

Easting (ft): 861373.5 

Elevation (ft): 9.1 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-157 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431513 

Easting (ft): 861373.5 

Elevation (ft): 9.1 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Very fine SAND some silt, shell fragments wet greenish- gray. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-157 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431513 

Easting (ft): 861373.5 

Elevation (ft): 9.1 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
15 

Sample 

ID 

48.J 

I 
I 

Blow 

Count 

7-12-15-19 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet greenish-gray very fine SAND some medium sand, 
trace silt, shell frags. 

Fine to medium SAND trace silt, wet greenish-gray. 

Hand cleared to 5 ft, Refusal at 4S.5 ft. Well set at 4S.5 ft (2 ft of screen). 
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Honeywell 
Site Name:LCP Chemicals Site, Brunswick GA 

Boring No: SW-158 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431577.94 

Easting (ft): 861373.69 

Elevation (ft): 8.5 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-158 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431577.94 

Easting (ft): 861373.69 

Elevation (ft): 8.5 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-158 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431577.94 

Easting (ft): 861373.69 

Elevation (ft): 8.5 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Moist, green medium-coarse SAND trace siit, sheii 
fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-158 

Diameter: 8 inches 

Date: 09/24/2015 

Northing (ft): 431577.94 

Easting (ft): 861373.69 

Elevation (ft): 8.5 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
15 

Sample 

ID 

49.5-

I 
I 

Blow 

Count 

9-14-15-21 

7-50/0 in 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

As above, less shell fragments. 

Wet greenish gray coarse SAND trace line sand. 

Wet, brown medium-coarse SAND trace fine gravel. 

Hand cleared to 5 ft, Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-159 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431710.83 

Easting (ft): 861374.54 

Elevation (ft): 7.6 

Total Depth: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-159 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431710.83 

Easting (ft): 861374.54 

Elevation (ft): 7.6 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-159 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431710.83 

Easting (ft): 861374.54 

Elevation (ft): 7.6 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

8-13-19-22 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet gray fine to medium SAND, trace silt shell fragment 

Wet greenish medium SAND, trace silt large shell 
fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-159 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431710.83 

Easting (ft): 861374.54 

Elevation (ft): 7.6 

Total Deptti: 48.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

48.J 

Blow 

Count 

50/6 In 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet greenish mediiim SAND, trace silt large shell 
fragments. 

Greenish fine to medium SAND, trace sllL 

21^ Greenish medium SAND, trace silt. 

Hand cleared to 5 ft. Refusal at 46.5 ft. Well set at 46.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-160 

Diameter: 8 inches 

Date: 09/11/2015 - 09/12/2015 

Northing (ft): 431083.99 

Easting (ft): 861430.25 

Elevation (ft): 8.4 

Total Depth: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-160 

Diameter: 8 inches 

Date: 09/11/2015 - 09/12/2015 

Northing (ft): 431083.99 

Easting (ft): 861430.25 

Elevation (ft): 8.4 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-160 

Diameter: 8 inches 

Date: 09/11/2015 - 09/12/2015 

Northing (ft): 431083.99 

Easting (ft): 861430.25 

Elevation (ft): 8.4 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.3 

0.3 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Gray and brown fine SAND with shell fragments, 
dense. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-160 

Diameter: 8 inches 

Date: 09/11/2015 - 09/12/2015 

Northing (ft): 431083.99 

Easting (ft): 861430.25 

Elevation (ft): 8.4 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.( 

Blow 

Count 

27-50/S in 

PID 

(ppm) 

0.3 

0.3 

0.2 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray and brown fine SAND with shell fragments, 
dense. 

As above, fewer shell fragments. 

Brown medium SAND with trace fine gravel. 

Hand cleared to 5 ft. Refusal at 49 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-161 

Diameter: 8 inches 

Date: 09/10/2015 

Northing (ft): 431214.83 

Easting (ft): 861431.91 

Elevation (ft): 8.3 

Total Depth: 50.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

1.8 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-161 

Diameter: 8 inches 

Date: 09/10/2015 

Northing (ft): 431214.83 

Easting (ft): 861431.91 

Elevation (ft): 8.3 

Total Deptti: 50.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 



BORING LOG Page 3 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-161 

Diameter: 8 inches 

Date: 09/10/2015 

Northing (ft): 431214.83 

Easting (ft): 861431.91 

Elevation (ft): 8.3 

Total Deptti: 50.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

9-7-9-21 

PID 

(ppm) 

1.6 

1.1 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM/GM 

SM 

SM 

Soil Description 

Gray fine-medium SAND, trace silt, trace fine gravel. 

Gray coarse SAND and fine GRAVEL, trace siiL 

Brownish gray medium-fine SAND with litde 
shell fraoments. 
As above with some large shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-161 

Diameter: 8 inches 

Date: 09/10/2015 

Northing (ft): 431214.83 

Easting (ft): 861431.91 

Elevation (ft): 8.3 

Total Deptti: 50.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

Blow 

Count 

PID 

(ppm) 

1.1 

1.5 

1.1 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 
SM 

SM 

SM 

Soil Description 

As above with some large shell fragments. 

SHELL FRAGMENTS with little medium sand. 
Gray medium SAND with trace silt. 
Brownish gray fine SAND with trace slit and 
shell fragments. 

Dark brown fine-medium SAND, trace sllL trace 
fine gravel. 

Hand cleared to 5 ft, Rekisal at S0.1 ft. Well set at SO ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-162 

Diameter: 8 inches 

Date: 09/09/2015 - 09/10/2015 

Northing (ft): 431280.33 

Easting (ft): 861431.78 

Elevation (ft): 8.4 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-162 

Diameter: 8 inches 

Date: 09/09/2015 - 09/10/2015 

Northing (ft): 431280.33 

Easting (ft): 861431.78 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-162 

Diameter: 8 inches 

Date: 09/09/2015 - 09/10/2015 

Northing (ft): 431280.33 

Easting (ft): 861431.78 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet greenish-gray fine to medium SAND trace silt, 
shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-162 

Diameter: 8 inches 

Date: 09/09/2015 - 09/10/2015 

Northing (ft): 431280.33 

Easting (ft): 861431.78 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 

49.5 

Blow 

Count 

4-2-7-9 

14-15-50/6 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet greenish-gray fine to medium S^D ̂ ce silt, 
shell fragments. 

Wet gray very fine SAND little silt shell fragments. 

Wet gray-brown very fine SAND silt. 

Hand cleared to 5 ft, Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-163 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431411.73 

Easting (ft): 861432.24 

Elevation (ft): 9.3 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.2 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-163 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431411.73 

Easting (ft): 861432.24 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.2 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-163 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431411.73 

Easting (ft): 861432.24 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.2 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet greenish gray fine to medium S/M^D ̂ ce silt 
shell fragmente. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-163 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431411.73 

Easting (ft): 861432.24 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.5-

Blow 

Count 

7-16-23-28 

50/6 in 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Greenish fine to medium SAND, trace silt, trace 
clay lenses shell fragments. 

Gray-green wet fine to medium SAND trace 
fine gravel trace silt. 

51^ Green wet very fine to medium SAND trace silt. 

Hand cleared to 5 ft, Refusal at 49.5 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-164 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431481.62 

Easting (ft): 861429.5 

Elevation (ft): 10.6 

Total Depth: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-164 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431481.62 

Easting (ft): 861429.5 

Elevation (ft): 10.6 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-164 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431481.62 

Easting (ft): 861429.5 

Elevation (ft): 10.6 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

9-13-27-36 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet greenish medium SAND trace silt, shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-164 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431481.62 

Easting (ft): 861429.5 

Elevation (ft): 10.6 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50 

51.; 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

GU/SM 

SM 

SM 

Soil Description 

Wet greenish mediiim SAND trace silt, shell fragments. 

Wet greenish GRAVEL and SAND. 

Wet greenish medium-coarse SAND Vace silt sheli 
fragments. 

As above, trace gravel. 

Hand cleared to 5 ft. Refusal at 51.5 ft. Well set at 51.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-165 

Diameter: 8 inches 

Date: 09/24/2015 - 09/25/2015 

Northing (ft): 431610.80 

Easting (ft): 861430.68 

Elevation (ft): 9.3 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-165 

Diameter: 8 inches 

Date: 09/24/2015 - 09/25/2015 

Northing (ft): 431610.80 

Easting (ft): 861430.68 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-165 

Diameter: 8 inches 

Date: 09/24/2015 - 09/25/2015 

Northing (ft): 431610.80 

Easting (ft): 861430.68 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, gray, firte to medium SAND, trace silt sheli 
fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-165 

Diameter: 8 inches 

Date: 09/24/2015 - 09/25/2015 

Northing (ft): 431610.80 

Easting (ft): 861430.68 

Elevation (ft): 9.3 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.5-

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet, gray, fine to medium SAND, trace silt shell 
fragments. 

Moist-wet, gray fine to medium SAND trace 
silt, shell ftagments. 

Moist-wet, gray medium-coarse SAND some very 
fine to fine sand. 

Hand cleared to 5 ft. Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-166 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431677.36 

Easting (ft): 861430.34 

Elevation (ft): 7.9 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-166 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431677.36 

Easting (ft): 861430.34 

Elevation (ft): 7.9 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-166 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431677.36 

Easting (ft): 861430.34 

Elevation (ft): 7.9 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-10-17-21 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Fine to medium SAND, some silt clay in ienses, 
sheil fragments, wet, light gray. 

Wet, light gray, coarse to very coarse SAND, shell 
fragments, iitUe medium sand. 

Moist-wet, light gray medium-coarse SAND 
trace silt. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-166 

Diameter: 8 inches 

Date: 09/25/2015 

Northing (ft): 431677.36 

Easting (ft): 861430.34 

Elevation (ft): 7.9 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 

49.5 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Moist-wet, light gray medium-coarse SAND 
trace silt. 

Wet, brown medium-coarse SAND trace silt. 

Wet, brown medium-coaise SAND, trace fine gravel. 

Hand cleared to 5 ft, Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name:'-CP Chemicals Site, Brunswick GA 

Boring No: SW-167 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431745.16 

Easting (ft): 861431.86 

Elevation (ft): 8.2 

Total Depth: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-167 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431745.16 

Easting (ft): 861431.86 

Elevation (ft): 8.2 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-167 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431745.16 

Easting (ft): 861431.86 

Elevation (ft): 8.2 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet gray medium to coarse SAND ̂ ce silt, many 
sheil fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-167 

Diameter: 8 inches 

Date: 09/23/2015 

Northing (ft): 431745.16 

Easting (ft): 861431.86 

Elevation (ft): 8.2 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50.5 

Blow 

Count 

15-17-34 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

As above,dense. 

As above, last 6 In dark brown, little fine gravel. 

Hand cleared to 5 ft, Refuse at 50.5 ft. Well set at SO.S ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-168 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431115.37 

Easting (ft): 861489.05 

Elevation (ft): 7.6 

Total Depth: 48.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.2 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-168 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431115.37 

Easting (ft): 861489.05 

Elevation (ft): 7.6 

Total Depth: 48.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-168 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431115.37 

Easting (ft): 861489.05 

Elevation (ft): 7.6 

Total Depth: 48.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

ML 

SM 

SM 

Soil Description 

Gray SILT with little fine sand, dense. 

Gray medium SAND with little shell fragments. 

Brownish gray medium-fine SAND, trace silt, 
trace shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-168 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431115.37 

Easting (ft): 861489.05 

Elevation (ft): 7.6 

Total Depth: 48.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

48.2^ 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Brown fine-medium SAND, little shell fragments. 

Brown medium-coarse SAND, trace fine gravel. 

Hand cleared to 5 ft, Refusal at 48.25 ft. Well set at 48 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-169 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431181.71 

Easting (ft): 861488.72 

Elevation (ft): 7.8 

Total Depth: 48.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.6 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-169 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431181.71 

Easting (ft): 861488.72 

Elevation (ft): 7.8 

Total Depth: 48.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-169 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431181.71 

Easting (ft): 861488.72 

Elevation (ft): 7.8 

Total Depth: 48.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

8-14-19-27 

PID 

(ppm) 

0.0 

0.1 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Dark gray fine SAND with some silt. 

Greenish gray fine-medium SAND with shell fragments. 

Gray and tan fine SAND with shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-169 

Diameter: 8 inches 

Date: 09/12/2015 

Northing (ft): 431181.71 

Easting (ft): 861488.72 

Elevation (ft): 7.8 

Total Depth: 48.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Blow 

Count 

7-13-23-30 

PID 

(ppm) 

0.3 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Gray and tan fine SAND with shell tragments. 

Gray medium-fine SAND with shell fragments. 

Brown medium SAND with trace fine gravei. 

Hand cleared to 5 ft, Refusal at 48.75 ft. Well set at 48.5 ft (2 fl of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-170 

Diameter: 8 inches 

Date: 09/09/2015 - 09/24/2015 

Northing (ft): 431314.67 

Easting (ft): 861490.2 

Elevation (ft): 8.8 

Total Depth: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-170 

Diameter: 8 inches 

Date: 09/09/2015 - 09/24/2015 

Northing (ft): 431314.67 

Easting (ft): 861490.2 

Elevation (ft): 8.8 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-170 

Diameter: 8 inches 

Date: 09/09/2015 - 09/24/2015 

Northing (ft): 431314.67 

Easting (ft): 861490.2 

Elevation (ft): 8.8 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 
I • Blow 

Count 

8-11-14-18 

6-7-9-14 

16-6-7-21 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet gray medium to fine SAND some gravei. 

Wet medium-fine SAND, trace silt gray. 

Medium to fine SAND, little siit some grave, 
wet, gray. 

Wet, gray fine to coarse SAND with gravei trace 
siit, sheii fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-170 

Diameter: 8 inches 

Date: 09/09/2015 - 09/24/2015 

Northing (ft): 431314.67 

Easting (ft): 861490.2 

Elevation (ft): 8.8 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

50 -|-

50.5-

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

50/6 in 0.0 0.000 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet, gray fine to coarse SAND with giavel trace 
silt, shell fragments. 

Wet gray fine SAND little silt shell fragments. 

Wet coarse to fine SAND trace silt gray shell fragments. 

Hand cleared to 5 ft. Refuse at 50.5 ft. Well set at 50.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-171 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431380.19 

Easting (ft): 861488.13 

Elevation (ft): 10.0 

Total Depth: 49.8 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-171 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431380.19 

Easting (ft): 861488.13 

Elevation (ft): 10.0 

Total Deptti: 49.8 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-171 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431380.19 

Easting (ft): 861488.13 

Elevation (ft): 10.0 

Total Deptti: 49.8 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, gray medium SAND some coarse sand, little 
silt shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-171 

Diameter: 8 inches 

Date: 09/13/2015 

Northing (ft): 431380.19 

Easting (ft): 861488.13 

Elevation (ft): 10.0 

Total Deptti: 49.8 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Wet, gray medium ^AND some coarse sand, litde 
silt shell fragments. 

Wet green-gray medium-fine SAND trace silt, shell 
fragments. 

Wet green-gray medium-fine SAND trace clay in lenses, 
trace silt shell fragments, day lenses @ bottom. 

Hand cleared to 5 ft. Refusal at 49.8 ft. Well set at 49.S ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-172 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431446.34 

Easting (ft): 861488.93 

Elevation (ft): 8.8 

Total Depth: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-172 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431446.34 

Easting (ft): 861488.93 

Elevation (ft): 8.8 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-172 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431446.34 

Easting (ft): 861488.93 

Elevation (ft): 8.8 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Wet greenish gray medium-coarse SAND trace silt, 
shell fragmente. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-172 

Diameter: 8 inches 

Date: 09/14/2015 

Northing (ft): 431446.34 

Easting (ft): 861488.93 

Elevation (ft): 8.8 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet greenish gray fine-medium SAND trace silt sheil 
fragments. 

Hand cleared to 5 ft, Refusal at 49 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-173 

Diameter: 8 inches 

Date: 09/14/2015 - 09/15/2015 

Northing (ft): 431083.02 

Easting (ft): 861546.37 

Elevation (ft): 8.3 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
0 

10 --

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-173 

Diameter: 8 inches 

Date: 09/14/2015 - 09/15/2015 

Northing (ft): 431083.02 

Easting (ft): 861546.37 

Elevation (ft): 8.3 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-173 

Diameter: 8 inches 

Date: 09/14/2015 - 09/15/2015 

Northing (ft): 431083.02 

Easting (ft): 861546.37 

Elevation (ft): 8.3 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
3D 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

6-9-8-6 

4-15-22-29 

PID 

(ppm) 

0.0 

0.1 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

ML 

SM 

Soil Description 

Gray SILT. 

Gray fine-medium SAND with some silt, medium dense. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-173 

Diameter: 8 inches 

Date: 09/14/2015 - 09/15/2015 

Northing (ft): 431083.02 

Easting (ft): 861546.37 

Elevation (ft): 8.3 

Total Depth: 49.1 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

49.1 

Blow 

Count 

4-1S-22-29 

7-15-20-20 

PID 

(ppm) 

0.1 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 
Gray medium-fine SAND, trace silt, trace shell 
fragments, medium loose. 

Gray medium SAND, little shell fragments. 

Dar1< gray medium SAND, trace silt, trace shell 
fragments, trace fine gravel. 

Well 
Construction 

Diagram 

Hand cleared to 5 ft. Refusal at 49.1 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-174 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431215.68 

Easting (ft): 861546.26 

Elevation (ft): 7.9 

Total Depth: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.1 

Mercury 

(mg/mS) 

0.002 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-174 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431215.68 

Easting (ft): 861546.26 

Elevation (ft): 7.9 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-174 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431215.68 

Easting (ft): 861546.26 

Elevation (ft): 7.9 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

Gray very fine SAND, little silt, trace stiell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-174 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431215.68 

Easting (ft): 861546.26 

Elevation (ft): 7.9 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

50 -f-

50.5-

Blow 

Count 

33-32 

PID 

(ppm) 

0.0 

0.0 

14.7 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Gray fine SAND, trace silt, trace shell fragments. 

Brown fine SAND, dense. 

Hand cleared to 5 ft, Refuse at 50.5 ft. Well set at 50.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-175 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431282.74 

Easting (ft): 861546.07 

Elevation (ft): 8.0 

Total Depth: 50.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-175 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431282.74 

Easting (ft): 861546.07 

Elevation (ft): 8.0 

Total Deptti: 50.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-175 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431282.74 

Easting (ft): 861546.07 

Elevation (ft): 8.0 

Total Deptti: 50.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, gray medium-fine SAND trace silt, shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-175 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431282.74 

Easting (ft): 861546.07 

Elevation (ft): 8.0 

Total Deptti: 50.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

45 

50.( 

Wet, gray medium-fine SAND trace silt, shell fragments. 

0.0 0.000 

SM 

0.000 

0.000 SM 

Wet, brown medium-coarse SAND, little very coarse 
sand, shell fragments. 

Hand cleared to S ft. Refusal at 50 ft. Well set at 50 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-176 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431346.46 

Easting (ft): 861545.99 

Elevation (ft): 8.6 

Total Depth: 47.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
0 

10 --

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-176 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431346.46 

Easting (ft): 861545.99 

Elevation (ft): 8.6 

Total Depth: 47.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-176 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431346.46 

Easting (ft): 861545.99 

Elevation (ft): 8.6 

Total Depth: 47.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
3D 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, greenish medium SAND, trace silt shell fragments. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-176 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431346.46 

Easting (ft): 861545.99 

Elevation (ft): 8.6 

Total Depth: 47.25 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

47.2^ 

Blow 

Count 

50/3 in 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

As above, little coarse sand. 

Well 
Construction 

Diagram 

Hand deared to 5 ft, Refusai at 47.25 ft. Weii set at 47 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-177 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431123.09 

Easting (ft): 861590.45 

Elevation (ft): 9.2 

Total Depth: 52.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.1 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-177 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431123.09 

Easting (ft): 861590.45 

Elevation (ft): 9.2 

Total Deptti: 52.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-177 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431123.09 

Easting (ft): 861590.45 

Elevation (ft): 9.2 

Total Deptti: 52.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

ML 

SM/ML 

CL 
SM 

Soil Description 

Gray SILT. 

Gray medium SAND, some silt, dense. 

Gray CLAY, plastic. 

Gray medium SAND, some silt, loose. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-177 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431123.09 

Easting (ft): 861590.45 

Elevation (ft): 9.2 

Total Deptti: 52.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.t 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Gray medium SAND, trace silt, trace shell fragments, 
dense. 

4-7-15-22 0.0 0.000 

4-18-31-40 0.0 0.000 

SM 

48-20-17-1S 0.1 0.000 

SM 
Brown medium SAND with trace shell fragments. 

ie-2l>«)/1 in 0.0 0.000 SM 

Darlt brown medium-coarse SAND. 

II 

Hand cleared to S ft, Refuel at 52.1 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-178 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431182.72 

Easting (ft): 861588.84 

Elevation (ft): 9.0 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-178 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431182.72 

Easting (ft): 861588.84 

Elevation (ft): 9.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-178 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431182.72 

Easting (ft): 861588.84 

Elevation (ft): 9.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, greenish gray medium to coarse SAND, trace 
silt, clay lense @ 8 In Into sample, shell fragments. 



BORING LOG Page 4 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-178 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431182.72 

Easting (ft): 861588.84 

Elevation (ft): 9.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.C 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

GM/SM 

Wet gray fine GRAVEL, some coarse-medium sand. 

17-43-50/? 0.7 0.000 17-43-50/? 0.7 0.000 

SM 

Moist-wet greenish coarse SAND, little medium 
sand, shell fragments. 

Moist wet medium-coarse Sand trace silt, shell 
fragments. 

21-4-50/? 0.7 0.000 SM 

Wet, gray medium SAND little fine-very fine sand, 
trace silt. 

2S41-50-43 0.2 0.000 SM 

24-4350/0 in 0.0 0.000 SM 

Moist-wet, greenish, medium-coame SAND little 
fine gravel. 

II 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name:LCP Chemicals Site, Brunswick GA 

Boring No: SW-179 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431314.46 

Easting (ft): 861602.94 

Elevation (ft): 8.3 

Total Depth: 49.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-179 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431314.46 

Easting (ft): 861602.94 

Elevation (ft): 8.3 

Total Depth: 49.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-179 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431314.46 

Easting (ft): 861602.94 

Elevation (ft): 8.3 

Total Depth: 49.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.001 

uses 
Code 

ML 

Soil Description 

Gray very fine SAND and SILT. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-179 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431314.46 

Easting (ft): 861602.94 

Elevation (ft): 8.3 

Total Depth: 49.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.2^ 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.001 

0.001 

0.000 

uses 
Code 

ML 

SM 

Soil Description 

Gray very fine SAND and SILT. 

Gray fine-medium SAND with trace shell fragments. 

Hand cleared to 5 ft, Refused at 49.25 ft. Weii set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name' Chemicals Site, Brunswick GA 

Boring No: SW-180 

Diameter: 8 inches 

Date: 09/15/2015 - 09/16/2015 

Northing (ft): 431213.25 

Easting (ft): 861658.74 

Elevation (ft): 8.7 

Total Depth: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-180 

Diameter: 8 inches 

Date: 09/15/2015 - 09/16/2015 

Northing (ft): 431213.25 

Easting (ft): 861658.74 

Elevation (ft): 8.7 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-180 

Diameter: 8 inches 

Date: 09/15/2015 - 09/16/2015 

Northing (ft): 431213.25 

Easting (ft): 861658.74 

Elevation (ft): 8.7 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

5-6-9-18 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

ML/CL 

SM 

Soil Description 

Wet gray SILTarvi CLAY. 

Wet gray very fine to coarse SAND, some silt clay 
in lenses. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-180 

Diameter: 8 inches 

Date: 09/15/2015 - 09/16/2015 

Northing (ft): 431213.25 

Easting (ft): 861658.74 

Elevation (ft): 8.7 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.( 

Blow 

Count 

9-10-7-8 

6-23-23-50 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet gray medium-coarse SAND little very fine sand, 
trace silt, shell fragments. 

Wet green-gray medium SAND trace silt, shell fragment: 

Hand cleared to 5 ft, Refusal at 49 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-181 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431282.17 

Easting (ft): 861659.32 

Elevation (ft): 8.7 

Total Depth: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-181 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431282.17 

Easting (ft): 861659.32 

Elevation (ft): 8.7 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-181 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431282.17 

Easting (ft): 861659.32 

Elevation (ft): 8.7 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

I 
45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.013 

uses 
Code 

SM 

Soil Description 

Wet dark gray very fine-firre SAND, trace sIK. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-181 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431282.17 

Easting (ft): 861659.32 

Elevation (ft): 8.7 

Total Deptti: 50.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

50.5 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet light to dark fine to medium SAND ̂ ce silt, 
trace fine gravel, shell fragments. 

Wet light gray fine to medium SAND trace silt. 

Last 6 in fine SAND some very fine Sand, shell 
fragments. 
Wet light gray fine to medium SAND trace silt little 
coarse sand, shell fragments. 

Hand cleared to 5 ft. Refuse at 50.5 ft. Well set at 50.5 ft (2 ft of screen). 



BORING LOG Page 1 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-182 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431182.12 

Easting (ft): 861717.58 

Elevation (ft): 9.2 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

8.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-182 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431182.12 

Easting (ft): 861717.58 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-182 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431182.12 

Easting (ft): 861717.58 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

ML 

Soil Description 

Wet, gray, SILT, some very fine sand, trace medium 
sand, shell fragments. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-182 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431182.12 

Easting (ft): 861717.58 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.C 

Sample Blow PID Mercury uses 
ID Count (ppm) (mg/mS) Code Soil Description 

Wet, light gray, fine to medium SAND, trace siit, 
some coaise sand, clay in ienses. 

0.0 0.000 SM 

Wet gray medium to coarse SAND sheii fragments, 
trace silt. 

0.0 0.000 SM 

Wet light gray medium SAND, trace silt shell fragments. 

0.9 0.000 SM 

0.0 0.000 SM 

Greenish gray, medium to coarse SAND trace 
siit, sheii fragments, trace fine gravel. 

II 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-183 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431314.22 

Easting (ft): 861717.04 

Elevation (ft): 9.1 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-183 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431314.22 

Easting (ft): 861717.04 

Elevation (ft): 9.1 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-183 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431314.22 

Easting (ft): 861717.04 

Elevation (ft): 9.1 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

ML 

Soil Description 

Wet dark gray SILT, some very fine sand. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-183 

Diameter: 8 inches 

Date: 09/15/2015 

Northing (ft): 431314.22 

Easting (ft): 861717.04 

Elevation (ft): 9.1 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.C 

Sample Blow PID Mercury uses 
ID Count (ppm) (mg/m3) Code Soil Description 

Wet greenish very fine to fine SAND little silt. 

16-1S-18-20 0.0 0.000 SM 

Wet greenish gray fine to medium SAND little silt, 
trace clay in lenses. 

14-14-22-10 0.0 0.000 

SM 

8-5-11-17 0.9 0.000 

ML Wet dart< gray SILT, little clay, little very fine-fine 
sand. 

e-IO-SO/Oln 0.0 0.000 SM 

Wet dark brown-gray fine to medium SAND, trace silt, 
trace fine gravel, shell fragments. 

II 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-184 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431215.12 

Easting (ft): 861774 

Elevation (ft): 9.2 

Total Depth: 54.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-184 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431215.12 

Easting (ft): 861774 

Elevation (ft): 9.2 

Total Deptti: 54.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-184 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431215.12 

Easting (ft): 861774 

Elevation (ft): 9.2 

Total Deptti: 54.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

I 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

CL 

SM 

SM 

Soil Description 

CLAY, trace silt. 

Medium to fine(+) SAND, trace silt. 

Coarse to medium(+) SAND, some silt 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-184 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431215. 

Easting (ft): 861774 

Elevation (ft): 9.2 

Total Deptti: 54.0 FT 

12 Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

54,1 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

0.0 0.000 CL CLAY, some fine sand, trace silt. 

0.0 0.000 SM Coarse to fine(+) SAND, trace cobbles, trace 
silt. 

0.0 0.000 CL CLAY, some medium to fine sand. 

0.0 0.000 CL CLAY, little medium sand, laminations of fine 
sand. 

0.0 0.000 SM Coarse to fine(+) SAND, trace silt. 

0.0 0.000 ML SILT, trace fine sarxl. 

0.0 0.000 SM Coarse to fine SAND, trace silt, 

0.0 0.000 CL/SM 3 In fat CLAY (dark gray), 3 in coarse to fine SAND. 

0.0 0.000 SM Coarse to fine(+) SAND, trace silt. 

0.0 0.000 ML SILT, trace fine sand. 

0.0 0.000 SM Medium to fine(+) SAND, trace silt, trace clay, 
trace cobbles. 

0.0 0.000 SM/CL SAND and CLAY (gray). 

0.0 0.000 SM Medium to fine(+) SAND, trace silt (It gray). 

0.0 0.000 SM Medium to fine (+) SAND, trace shells, trace 
silt fit oravL 

0.0 0.000 SM Medium to fine (•••) SAND, little day, little 
coarse sand. 

0.0 0.000 CL CLAY, little medium to fine sand (dark gray). 

0.0 0.000 SM Medium to fine (+) SAND, trace sIK. 

0.0 0.000 SM Medium to fine (+) SAND, trace silt. 

Hand cleared to 5 ft, Reftjsal at 54 ft. Well set at 54 ft (2 fl of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-185 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431282.92 

Easting (ft): 861773.71 

Elevation (ft): 9.2 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-185 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431282.92 

Easting (ft): 861773.71 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-185 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431282.92 

Easting (ft): 861773.71 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code 

CL 

SM 

SM 

CL 

Soil Description 

CLAY with some sand, light gray. 

Medium to fine('i-) SAND, iitde silt, light gray. 

Medium to fine(+) SAND, little silt, light gray. 

CLAY with trace sand. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-185 

Diameter: 8 inches 

Date: 09/17/2015 

Northing (ft): 431282.92 

Easting (ft): 861773.71 

Elevation (ft): 9.2 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52. 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

0.0 0.000 SM Medium to fine('i-) SAND, trace silt. 

18-22-28-30 
0.0 0.000 ML SILT and fine(+) SAND. 

18-22-28-30 
0.0 0.000 SM Medium to fine(+) SAND, trace silt. 

0.0 0.000 CL CLAY some silt little fine sand. It gray with laminations 
fine sand. 

0.0 0.000 SM Medium to fine(+) SAND, little silt, trace coarse 
sand. 

10-15-12-13 
0.0 0.000 SM Medium to fine(+) SAND, trace silt, trace cobbles. 

10-15-12-13 
0.0 0.000 SM Medium to fine('i-) SAND, trace silt. 

0.0 0.000 SM Medium to fine(+) SAND, trace silt, trace clay. 

0.0 0.000 SM Coarse to medium(+) SAND, trace day, trace silt. 

14-9-8-10 
0.0 0.000 SM Coarse to medium(+) SAND, trace sllL 

14-9-8-10 
0.0 0.000 SM Medium to flne(+) SAND, little clay, little gravel, 

little slit. 

0.0 0.000 SM Medium to fine(-i-) SAND, clean. 

14-1fr«)/0in 
0.0 0.000 SM Medium to fine(+) SAND, trace shells, trace silt. 

14-1fr«)/0in 
CL Clay some medium sand, trace fine sand. 

II 

Hand cleared to 5 ft, Refuel at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-186 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431181.83 

Easting (ft): 861832.13 

Elevation (ft): 9.6 

Total Depth: 53.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-186 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431181.83 

Easting (ft): 861832.13 

Elevation (ft): 9.6 

Total Deptti: 53.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-186 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431181.83 

Easting (ft): 861832.13 

Elevation (ft): 9.6 

Total Deptti: 53.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

I 
I 
I 

Blow 

Count 

5-7-11-14 

7-16-17-21 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Wet, gray, fine to very fine SAND, little silt. 

As above, day lenses. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-186 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431181.83 

Easting (ft): 861832.13 

Elevation (ft): 9.6 

Total Deptti: 53.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

50 --

53.5-

• 
I 

Blow 

Count 

9-10-9-11 

5-6-6-7 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

CL 

SM 

CL 

SM 

Soil Description 

As above, day lenses. 

Moist, black CLAY, some silt. 

Wet gray fine to medium SAND, trace silt day iast 
6 in, 1 in layer of shell fragments between sand and 
day. 

Moist, black CLAY, some medium sand at bottom. 

Wet gray fine to medium SAND, trace silL day lenses 
bottom 3 in. 

Hand deared to 5 ft, Refusal at 53.5 ft. Well set at 53.25 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-187 

Diameter: 8 inches 

Date: 09/17/2015 - 09/21/2015 

Northing (ft): 431313.65 

Easting (ft): 861832.33 

Elevation (ft): 9.8 

Total Depth: 52.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-187 

Diameter: 8 inches 

Date: 09/17/2015 - 09/21/2015 

Northing (ft): 431313.65 

Easting (ft): 861832.33 

Elevation (ft): 9.8 

Total Deptti: 52.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-187 

Diameter: 8 inches 

Date: 09/17/2015 - 09/21/2015 

Northing (ft): 431313.65 

Easting (ft): 861832.33 

Elevation (ft): 9.8 

Total Deptti: 52.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-187 

Diameter: 8 inches 

Date: 09/17/2015 - 09/21/2015 

Northing (ft): 431313.65 

Easting (ft): 861832.33 

Elevation (ft): 9.8 

Total Deptti: 52.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

50 --

52.5-

Blow 

Count 

9-10-7-8 

5-5-27-50/0 

In 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 
•rar 

SM 

SM 

SM 

SM 

Soil Description 
tjravSILI 
Gray fine-medium SAND, trace silt. 

Gray medium-fine SAND. 

As above trace shell fragments. 

Gray medium-coarse SAND, trace siK. 

Hand cleared to 5 ft, Reftj^ at 52.5 ^s&t at 52 ft (2 ft of screen)! 

II 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-188 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431379.45 

Easting (ft): 861832.76 

Elevation (ft): 9.9 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-188 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431379.45 

Easting (ft): 861832.76 

Elevation (ft): 9.9 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-188 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431379.45 

Easting (ft): 861832.76 

Elevation (ft): 9.9 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-188 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431379.45 

Easting (ft): 861832.76 

Elevation (ft): 9.9 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.C 

Sample Blow PID Mercury uses 
ID Count (ppm) (mg/m3) Code Soil Description 

Wet, gray very fine to medium SAND trace silt. 

SM 

10.10.10-12 0.0 0.000 10.10.10-12 0.0 0.000 

ML/CL 

Wet, gray SILT and CLAY, some medium sand. 

Wet, gray medium to coarse SAND, day in lenses 
at bottom, trace silt. 

7-15-12-27 0.0 0.000 SM 

Wet gray coarse SAND, some medium sand trace silt, 
shell fragments on last 4 In. 

17.14.10-9 0.0 0.000 SM 

14-11-60/0h 0.0 0.000 SM 

Wet, greenish gray coarse SAND some medium sand, 
trace silt, shell fragments, clay in small lenses last 
11n. 

II 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-189 

Diameter: 8 inches 

Date: 09/17/2015 - 09/22/2015 

Northing (ft): 431215.41 

Easting (ft): 861888.51 

Elevation (ft): 9.7 

Total Depth: 52.67 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Cleared by hand to 18 in, used augers to drill 
through concrete slab from 18 In to 5 fL 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-189 

Diameter: 8 inches 

Date: 09/17/2015 - 09/22/2015 

Northing (ft): 431215.41 

Easting (ft): 861888.51 

Elevation (ft): 9.7 

Total Depth: 52.67 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-189 

Diameter: 8 inches 

Date: 09/17/2015 - 09/22/2015 

Northing (ft): 431215.41 

Easting (ft): 861888.51 

Elevation (ft): 9.7 

Total Depth: 52.67 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 I 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

ML 

SM 

Soil Description 

Gray SiLT. 

Light gray very fine SAND, trace silt. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-189 

Diameter: 8 inches 

Date: 09/17/2015 - 09/22/2015 

Northing (ft): 431215.41 

Easting (ft): 861888.51 

Elevation (ft): 9.7 

Total Depth: 52.67 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East / FIRS 1001 

Depth 

FT 

Sample 

ID 
45 

50 --

52.67^ 

Blow 

Count 

11-7-6-11 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML 

ML 

Soil Description 

Light gray very fine SAND, trace silt. 

Greenish gray fine-medium SAND, trace fine 
gravel. 

Gray SILT and fine SAND, trace shell fragments. 

Gray SILT with some clay and trace fine sand. 

Well 
Construction 

Diagram 

HarKi cleared to 5 ft, Refusal at 52.67 ft. Well set at 46 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-190 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431280.9 

Easting (ft): 861889.98 

Elevation (ft): 9.8 

Total Depth: 53.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
0 

10 --

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-190 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431280.9 

Easting (ft): 861889.98 

Elevation (ft): 9.8 

Total Depth: 53.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-190 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431280.9 

Easting (ft): 861889.98 

Elevation (ft): 9.8 

Total Depth: 53.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
3D 

35 --

40 --

45 

Sample 

ID 

i 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code 

SM 

Soil Description 

Gray very fine SAND, medium dense. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-190 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431280.9 

Easting (ft): 861889.98 

Elevation (ft): 9.8 

Total Depth: 53.4 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
45 

50 

53.4 

Sample 

ID 

Blow 

Count 

4-8-17-24 

9-11-11-10 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML/CL 

SM 

ML 

SM 

3ac 

Soil Description 
Gray very fine SAND, medium dense. 

Gray fine-medium SAND, loose. 

Gray SILT and CLAY. 

Gray medium SAND, trace siit, medium dense. With 
shell fragments at 49.5 ft. 

Gray SILT, little day. 

Gray medium SAND, trace siit. 

ray SILT,. 
Hand deared to 5 ft. Refusal at 53.4 ft. set at ^1 ft (2 ft of screen). 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-191 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431413.24 

Easting (ft): 861888.72 

Elevation (ft): 10.3 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-191 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431413.24 

Easting (ft): 861888.72 

Elevation (ft): 10.3 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-191 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431413.24 

Easting (ft): 861888.72 

Elevation (ft): 10.3 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-191 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431413.24 

Easting (ft): 861888.72 

Elevation (ft): 10.3 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

52.C 

I 
I 
I 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

5-7-7-10 0.0 0.000 SM/ML 

Wet, dark gray, coarse SAND, trace silt. Last 6 
in wet, gray SILT. 

SM 
Moist-wet, gray very fine SAND. 

5-6-7-20 0.0 0.000 CL 
CLAY, some silt, little medium sand. 

SM Medium-coarse SAND, trace siit. 

Wet, gray coarse SAND, sheii fragments. 

27-24-17-10 0.0 0.000 

SM 

1O-1S«)/0h 0.0 0.000 

II 

Hand cleared to 5 ft, Refusal at 52 ft. Well set at 52 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-192 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431479.32 

Easting (ft): 861890.38 

Elevation (ft): 10.5 

Total Depth: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
0 

10 --

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

3.5 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-192 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431479.32 

Easting (ft): 861890.38 

Elevation (ft): 10.5 

Total Depth: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

3.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-192 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431479.32 

Easting (ft): 861890.38 

Elevation (ft): 10.5 

Total Depth: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 
3D 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

3.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No; SW-192 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431479.32 

Easting (ft): 861890.38 

Elevation (ft): 10.5 

Total Depth: 50.5 Ft 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 
Georgia East/PIPS 1001 

Depth 

Ft 

Sample 

ID 
45 

50 --

50.5-

Blow 

Count 

:-19-27-5a/0 
In 

PID 

(ppm) 

3.2 

1.8 

1.3 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM/GM 

Soil Description 
Wet, dark gray coarse SAND trace fine sand, 3 in 
clay lense at bottom. 

Wet, dark gray, coarse SAND, trace fine sand. 

Wet, dark gray medium-coarse SAND trace silt, fine 
gravel last 3 in. 

Well 
Construction 

Diagram 

Hand deared to 5 ft. Refusal at 50.5 ft. Well set at 50.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-193 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431181.44 

Easting (ft): 861944.21 

Elevation (ft): 9.9 

Total Depth: 54.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-193 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431181.44 

Easting (ft): 861944.21 

Elevation (ft): 9.9 

Total Deptti: 54.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-193 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431181.44 

Easting (ft): 861944.21 

Elevation (ft): 9.9 

Total Deptti: 54.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-6-11-14 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

ML 

SM 

SM 

Soil Description 

Gray coarse SAND, medium dense. 

Gray SILT. 

Gray fine SAND, trace silt. 

Gray very fine SAND, loose. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-193 

Diameter: 8 inches 

Date: 09/16/2015 

Northing (ft): 431181.44 

Easting (ft): 861944.21 

Elevation (ft): 9.9 

Total Deptti: 54.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 --

54.J 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

11-16-21-17 0.0 0.000 

ML/CL 

Gray SILT and CLAY, with little fine sand, 

ML/CL 

e-9-16-22 0.0 0.000 e-9-16-22 0.0 0.000 
Gray medium-coarse SAND, trace shell fragments. 

12-13-17-25 0.0 0.000 

6-9-7-7 0.0 0.000 
SM 

6-9-11-13 0.0 0.000 

26-50/0 0.0 0.000 

Hand cleared to 5 ft, Refusal at 54.5 ft. Well set at 54.5 ft (2 ft of screen). 
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Honeywell 
Site Name:LCP Chemicals Site, Brunswick GA 

Boring No: SW-194 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431325.44 

Easting (ft): 861945.66 

Elevation (ft): 10.0 

Total Depth: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.001 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-194 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431325.44 

Easting (ft): 861945.66 

Elevation (ft): 10.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-194 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431325.44 

Easting (ft): 861945.66 

Elevation (ft): 10.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-194 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431325.44 

Easting (ft): 861945.66 

Elevation (ft): 10.0 

Total Deptti: 52.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

45 

50 

52.C 

ML/CL 
Gray SILTarKl CLAY. 

0.0 0.000 Gray medium SAND with trace silt, loose. 

SM 

12-9-9-7 0.0 0.000 
Gray SILT with iitUe medium sand, trace shell 
fragments. 

ML 

8-6-7-6 0.0 0.000 

Hand cleared to 5 ft, Refuse at 52 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-195 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431380.44 

Easting (ft): 861946.05 

Elevation (ft): 10.1 

Total Depth: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-195 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431380.44 

Easting (ft): 861946.05 

Elevation (ft): 10.1 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-195 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431380.44 

Easting (ft): 861946.05 

Elevation (ft): 10.1 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

45 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-195 

Diameter: 8 inches 

Date: 09/22/2015 

Northing (ft): 431380.44 

Easting (ft): 861946.05 

Elevation (ft): 10.1 

Total Deptti: 51.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

51.; 

I 
Sample Blow PID Mercury uses 

ID Count (ppm) (mg/m3) Code Soil Description 

Moist dark gray SILT, some very fine sand little 
clay. 

9-9-8-11 0.0 0.000 ML 

Wet dark gray medium-coarse SAND trace silt and 
fine sand. 

18-19-27-34 0.0 0.000 SM 

Wet gray medium-coarse SAND trace fine sand and 
silt. 

19-10-10-14 0.0 0.000 
SM 

44-SO/O in 0.0 0.000 

Hand cleared to 5 ft, Refusal at 51.5 ft. Well set at 51.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-196 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 432037.15 

Easting (ft): 861615.66 

Elevation (ft): 8.4 

Total Depth: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-196 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 432037.15 

Easting (ft): 861615.66 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.5 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-196 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 432037.15 

Easting (ft): 861615.66 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

g-g-g-11 

PID 

(ppm) 

0.5 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM/CL 

Soil Description 

Wet dark gray very coarse SAND, trace fine gravel. 
Clay lenses at 42 ft, 43.5 ft, and 46 ft. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-196 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 432037.15 

Easting (ft): 861615.66 

Elevation (ft): 8.4 

Total Deptti: 49.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.5-

Blow 

Count 

9-9-9-11 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM/CL 

SM 

Soil Description 

Wet dark gray very coarse SAND, trace fine giavel. 
Clay lenses at 42 ft, 43.5 ft, and 46 ft. 

Wet brown medium-fine SAND, trace fine gravel, trace 
silt. 

Hand cleared to 5 ft. Refusal at 49.5 ft. Well set at 49.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-197 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 432082.96 

Easting (ft): 861621.33 

Elevation (ft): 8.3 

Total Depth: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-197 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 432082.96 

Easting (ft): 861621.33 

Elevation (ft): 8.3 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-197 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 432082.96 

Easting (ft): 861621.33 

Elevation (ft): 8.3 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

8-31-50/? 

8-16-30-30 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.003 

uses 
Code 

SM/CL 

SM 

SM/CL 

SM 

Soil Description 

Wet, dark gray coarse to very coarse SAND 4 in 
clay lense at bottom. 

As above, no clay. 

Wet dart< gray SAND and CLAY. 

Wet gray medium to coarse SAND trace silt, day 
in lenses. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-197 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 432082.96 

Easting (ft): 861621.33 

Elevation (ft): 8.3 

Total Deptti: 49.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

49.( 

Blow 

Count 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.003 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

SM 

Soil Description 

Wet gray medium to coarse SAND ̂ ce silt, day 
in ienses. 

Wet gray fine to medium SAND, trace siiL 

Wet gray medium SAND trace silt, 3 in clay iense. 

Wet gray medium-coarse SAND, trace silt trace fine 
gravel, shells. 

Hand cleared to 5 ft, Refusal at 49 ft. Well set at 49 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-198 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431921.66 

Easting (ft): 861873.39 

Elevation (ft): 11.6 

Total Depth: 51.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.001 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-198 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431921.66 

Easting (ft): 861873.39 

Elevation (ft): 11.6 

Total Depth: 51.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-198 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431921.66 

Easting (ft): 861873.39 

Elevation (ft): 11.6 

Total Depth: 51.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

7-13-16-22 

9-10-18-15 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML 

Soil Description 

Gray medium SAND, loose. 

Lt gray medium SAND, with trace fine gravel, loose. 

Gray medium-coarse SAND, loose. Trace silt In the 
bottom few Inches. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-198 

Diameter: 8 inches 

Date: 09/28/2015 

Northing (ft): 431921.66 

Easting (ft): 861873.39 

Elevation (ft): 11.6 

Total Depth: 51.75 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 

Sample 

ID 
45 

50 - -

51.7 

Blow 

Count 

3-5-17-16 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.003 

0.000 

uses 
Code 

ML 

CL 

ML 

SM 

Soil Description 

Gray medium-coarse SAND, loose, Trace silt in the 
bottom few inches. 

Gray Clay, plastic, stiff. 

Gray SILT, some fine sand, medium stHT. 

Fine SAND, with some silt. 

Hand cleared to 5 ft. Refusal at 51.75 ft. Well set at 48 ft (2 ft of screen). 
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Honeywell 
Site Name' Chemicals Site, Brunswick GA 

Boring No: SW-199 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431979.15 

Easting (ft): 861860.6 

Elevation (ft): 9.5 

Total Depth: 47.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-199 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431979.15 

Easting (ft): 861860.6 

Elevation (ft): 9.5 

Total Deptti: 47.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-199 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431979.15 

Easting (ft): 861860.6 

Elevation (ft): 9.5 

Total Deptti: 47.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

I 
I 

45 

Blow 

Count 

6-12-12-16 

7-7-9-13 

PID 

(ppm) 

Mercury 

(mg/mS) 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Wet, dark gray, coarse to very coarse SAND, 1 in 
clay lenses, little medium sand. 

No recovery. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-199 

Diameter: 8 inches 

Date: 09/29/2015 

Northing (ft): 431979.15 

Easting (ft): 861860.6 

Elevation (ft): 9.5 

Total Deptti: 47.5 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: Mutch Associates 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
45 

47.5-

/ 

Sample 

ID 

Blow 

Count 

7-7-9-13 

21-SO/Oln 

PID 

(ppm) 

0.0 

Mercury 

(mg/mS) 

0.000 

uses 
Code 

SM 

Soil Description 

No recovery. 

Medium-fine SAND, dark gray wet, trace silt. 

Hand cleared to 5 ft. Refusal at 47.5 ft. Well set at 47 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-200 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431801.20 

Easting (ft): 861900.82 

Elevation (ft): 12.7 

Total Depth: 53.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-200 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431801.20 

Easting (ft): 861900.82 

Elevation (ft): 12.7 

Total Deptti: 53.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-200 

Diameter: 8 inches 

Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431801.20 

Easting (ft): 861900.82 

Elevation (ft): 12.7 

Total Deptti: 53.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

7-13-17-21 

7-9-15-14 

PID 

(ppm) 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

Soil Description 

Tan fine SAND, loose. 

Black medium-fine SAND, loose. Grading to coarse 
with depth. Picks up trace of fine gravel at 46. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 
Boring No: SW-200 
Diameter: 8 inches 
Date: 09/28/2015 - 09/29/2015 

Northing (ft): 431801.20 
Easting (ft): 861900.82 
Elevation (ft): 12.7 
Total Deptti: 53.1 FT 

Driller: Groundwater Protection Inc 
Method: Mud Rotary 
Consultant: PARSONS 
Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

53. t 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/m3) 

uses 
Code Soil Description 

7-9-15-14 0.0 0.000 
Black mediuin-flne SAND, loose. Grading to coarse 
with depth. Picks up trace of fine gravei at 46, 

10-S-12-7 0.0 0.000 

SM 

8-9-14-13 0.0 0.000 ML/CL 

Gray SILT and CLAY, stiff. 

GraySILI. 

S-7-22-23 

ML 

GraySILI. 

S-7-22-23 

SM 

Tan fine SAND, trace silt, trace shell fragments. 

10-23-50/1 tai 

SM 

Hand cleared to 5 ft, Refusal at 53.1 ft. Well set at 53 ft (2 ft of screen). 
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Honeywell 
Site Name:LCP Chemicals Site, Brunswick GA 

Boring No: SW-201 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431851.65 

Easting (ft): 861907.79 

Elevation (ft): 12.8 

Total Depth: 55.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 



BORING LOG Page 2 of 4 

Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-201 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431851.65 

Easting (ft): 861907.79 

Elevation (ft): 12.8 

Total Deptti: 55.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
15 

20 --

25 --

30 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-201 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431851.65 

Easting (ft): 861907.79 

Elevation (ft): 12.8 

Total Deptti: 55.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 

35 --

40 --

Sample 

ID 

45 

Blow 

Count 

6-7-6-9 

PID 

(ppm) 

0.0 

0.1 

0.0 

Mercury 

(mg/mS) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

Soil Description 

Black medium SAND, loose. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-201 

Diameter: 8 inches 

Date: 09/27/2015 

Northing (ft): 431851.65 

Easting (ft): 861907.79 

Elevation (ft): 12.8 

Total Deptti: 55.1 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depdi 

FT 
45 

50 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

Mercury 

(mg/mS) 

uses 
Code Soil Description 

14-13-19-20 0.0 0.000 SM 

Black mediuin SAND, loose. 

Dark gray medium-fine SAND, trace slit, loose. 

22-28-17-22 0.0 0.000 SM 

Tan SILT and gray CLAY intertiedded (3-4 In l»ds). 

3-4-6-9 0.0 0.000 ML/CL 

Dark gray SILT with trace shell fragments, loose. 

6-6-10-9 0.0 0.000 ML 

8-12-22-27 0.0 0.000 

SM 

Gray and brown fine SAND, trace silL trace shell 
fragments. 

14-2SW1 in 0.0 0.000 

Hand cleared to S ft, Refusal at SS.i ft. Well set at 55 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-202 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431901.13 

Easting (ft): 861914.17 

Elevation (ft): 12.5 

Total Depth: 51.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 

Depth 

FT 

5 

10 - -

15 

Sample 

ID 

Blow 

Count 

PID 

(ppm) 

0.0 

Mercury 

(mg/m3) 

0.000 

uses 
Code Soil Description 

Hand cleared to 5 ft. 

Well 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-202 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431901.13 

Easting (ft): 861914.17 

Elevation (ft): 12.5 

Total Deptti: 51.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
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Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-202 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431901.13 

Easting (ft): 861914.17 

Elevation (ft): 12.5 

Total Deptti: 51.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
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Code 

SM 

SM 

SM 

Soil Description 

Black coarse SAND, loose (tar/petroleum colored). 

Brown medium SAND. 

Tan medium SAND, some black staining. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-202 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431901.13 

Easting (ft): 861914.17 

Elevation (ft): 12.5 

Total Deptti: 51.0 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Sample 

ID 

Blow 

Count 

5-7-9-13 

PID 

(ppm) 

0.0 

0.0 

0.0 

0.0 

Mercury 

(mg/m3) 

0.000 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

ML 

CL 

ML 

Soil Description 

Tan medium SAND, some black staining. 

Gray fine-medium SAND. 

Gray SILT, stiff. 

Gray CLAY, piastic, with ienses of silt. 

Gray SILT with iittie clay. 

Hand cleared to 5 ft, Refusal at 51 ft. Well set at 47.5 ft (2 ft of screen). 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-203 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431950.32 

Easting (ft): 861919.94 

Elevation (ft): 12.3 

Total Depth: 51.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 
Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIRS 1001 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-203 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431950.32 

Easting (ft): 861919.94 

Elevation (ft): 12.3 

Total Depth: 51.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System; 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-203 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431950.32 

Easting (ft): 861919.94 

Elevation (ft): 12.3 

Total Depth: 51.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
Depth 

FT 
30 
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40 --
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0.0 

0.0 

0.0 
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(mg/m3) 

0.000 

0.000 

0.000 

uses 
Code 

SM 

SM 

SM 

Soil Description 

Red and gray medium SAND with trace fine sand, loose 

Tan medium-coarse SAND, some black staining, loose. 

Gray fine-medium SAND, loose. 
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Honeywell 
Site Name: LCP Chemicals Site, Brunswick GA 

Boring No: SW-203 

Diameter: 8 inches 

Date: 09/26/2015 

Northing (ft): 431950.32 

Easting (ft): 861919.94 

Elevation (ft): 12.3 

Total Depth: 51.25 FT 

Driller: Groundwater Protection Inc 

Method: Mud Rotary 

Consultant: PARSONS 

Project No: 448517 

Datum: NAVD88 

Coordinate System: 

NAD 1983 State Plane 

Georgia East/FIPS 1001 

—Win— 
Construction 

Diagram 
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SM 

Soil Description 

Gray fine-medium SAND, loose. 

Dark gray medium-coarse SAND, trace silt, loose. 

Gray SiLT with lltUe clay. 

Gray fine SAND, loose. 

Hand cleared to 5 ft. Refusal at 51.25 ft. Weii set at 48 ft (2 ft of screen). 




