Chapter 139 -- Sampling and Testing

Subchapter A. Sampling and Testing Methods and Procedures

GENERAL

§ 139.1. Sampling facilities.

Upon the request of the Department, the person responsible for a source shall provide adequate sampling ports, safe sampling platforms and adequate utilities for the performance by the Department of tests on such source. The Department will set forth, in the request, the time period in which the facilities shall be provided as well as the specifications for such facilities.

§ 139.2. Sampling by others.

Sampling and testing done by persons other than the Department may be accepted by the Department provided that:

(1) The Department has been given reasonable notice of the sampling and testing and has been given reasonable opportunity to observe and participate in the sampling and testing.

(2) The sampling and testing is conducted under the direct supervision of persons qualified, by training and experience, to conduct such sampling and testing.

(3) Procedures for the sampling and testing are in accord with the provisions of this chapter.

(4) The reports of the sampling and testing are accurate and comprehensive.

§ 139.3. General requirements.

(a) The Department will use the methods set forth in this chapter to assess emissions from stationary sources or ambient levels of air contaminants.

(b) The Department has published a supplement to this chapter entitled "Source Testing Manual." This supplement contains detailed information on source test methods, procedures, and guidance for the reporting of emissions to the Department. This supplement is available from the Department by request.

(c) The performance standards for stationary sources set forth in this chapter permit freedom in the selection of equipment and consistency in obtaining accurate results which are representative of the conditions under which a source is evaluated.

(d) The sampling and analytical procedures employed to measure ambient levels of air contaminants shall be consistent with obtaining accurate results which are representative of the
§139.4. References.

The references referred to in this chapter are as follows:


(5) Source Testing Manual, Commonwealth of Pennsylvania, Department of Environmental Protection, Bureau of Air Quality, Post Office Box 8468, Harrisburg, Pennsylvania 17105-8468, including future revisions as noted in § 139.5(b) (relating to revisions to the source testing manual and continuous source monitoring manual).


(11) Standard Method of Test for Kinematic Viscosity of Transparent and Opaque Liquids (and the calculation of Dynamic Viscosity), American Society for Testing Materials, D 445-79,
§139.5. Revisions to the source testing manual and continuous source monitoring manual.

(a) This section describes the procedure that the Department will follow to update and revise the "Source Testing Manual" referred to in §139.4(5) (relating to references) and the "Continuous Source Monitoring Manual" referred to in §139.102(3) (relating to references).

(b) The Department will provide notice of proposed revisions to the "Source Testing Manual" and the "Continuous Source Monitoring Manual" in the Pennsylvania Bulletin. The notice will describe the proposed revisions and provide the name, address and telephone number of the person from whom the text of the proposed revisions can be obtained.

(c) The Department will provide an opportunity for comments on the proposed revisions. The comment period will be at least 30 days from the date of the publication of the notice required by subsection (b).

(d) After the public comment period, the Department will evaluate the comments and finalize the changes to the "Source Testing Manual" and the "Continuous Source Monitoring Manual."

(e) The Department will provide notice of the revisions to the "Source Testing Manual" and
the "Continuous Source Monitoring Manual" in the Pennsylvania Bulletin. The notice will describe the revisions and provide the name, address and telephone number of the person from whom the revised manual can be obtained.

(f) A person proposing test methods, procedures and guidance for the reporting of emissions different from those contained in the "Source Testing Manual" and the "Continuous Source Monitoring Manual" shall have the burden of proof to demonstrate that test methods, procedures and guidance accurately characterize the emissions from the source.