
 
 
 

 
 

 
   

December 11, 2009 
 
David M. Smith              Gerald McCaskill 
Manager Environmental Remediation         Manager Industrial Hygiene 
BNSF                BNSF 
825 Great Northern Blvd          2500 Lou Menk Drive   
Suite 105              AOB GL 
Great Falls, MT 59601            Fort Worth, TX 76131 
 
RE:   2009 Undercutter Spoils Sampling Summary 
  BNSF Kootenai River Subdivision 
  Libby, Montana Area 
 
Messer’s Smith and McCaskill; 
 
EMR has the following document to summarize the field conditions, sampling methods and results of 
sampling of undercutter spoils that took place on August 19, 2009. 

Project Background 

The BNSF Railway Company (BNSF) maintenance forces, as part of normal track maintenance, utilized 
an undercutter along select portions of the BNSF mainline. The purpose of undercutting is to remove 
fine  sediments  and  debris  from  the  ballast  to  promote  Undercutting was  completed  during  June, 
2009, at several locations near Kootenai Falls (Figure 1). Undercutting involves removal of ballast and 
debris  from  the  ballast  structure,  sorting  ballast  from  debris  (spoils),  placement  of  ballast  back 
beneath  the  track  structure and discharge of  the  removed  spoils. Typically  the  spoils  (small ballast, 
fine sediments) are discharged via conveyor to the side of the right‐of‐way (ROW) (Photos 2 through 
6). 

Field Observations 

EMR personnel were on‐site on August 19, 2009 to  locate, assess and sample the undercutter spoils 
piles. BNSF personnel provided access and transportation to the spoils pile locations. A total of 4 spoils 
piles  were  observed  between  BNSF  Kootenai  River  Subdivision  Mileposts  (MP)  1329.8  and  MP 
1333.02.  The  piles  were  located  at  the  following  approximate  MP  locations  and  approximate 
dimensions (Figures 2 and 3): 
 

1. MP 1329.8 (30 feet x 20 feet x 5 feet high) (Photo 1) 
2. MP 1331‐ MP 1331.01 (300 feet x 5 feet x 5 feet high) (Photo 2) 
3. MP 1331.52‐ MP  1331.8 (1,500 feet x 4 feet x 4 feet high) (Photo 3 and 4) 
4. MP 1332.89‐ MP 1333.02 (700 feet x 3 feet x 3 feet high) (Photo 5 and 6) 

 
In general, the spoils piles were composed of variable size ballast cobbles and soil (Photos 1 through 
6). However, very  fine mica flakes were observed at two sample  locations (MP 1331.8 and 1332.89) 
(Figure  3).
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Sampling Methods and Analysis 

A total of six spoils samples  (RR‐00321 through RR‐00326) were collected  from the  four spoils 
piles. One sample was collected  from the piles at MP 1329.8  (Figure 2) and MP1331.02, while 
two  samples were  collected  from  each  of  the  larger  piles  ranging  from MP  1331.52  to MP 
1331.8 and MP 1332.89 to  MP 1333.02 (Figure 3).  
 
Each sample was collected as a composite of six spoils aliquots. Each aliquot was collected from 
approximately 6  inches below  the pile  surface and added  to a 1‐gallon  resealable plastic bag. 
After all aliquots were collected the composite was homogenized,  labeled and double bagged. 
Sample  information was added  to a  field  sample data  sheet  (FSDS)  (Attachment 4). Following 
collection,  the  spoils  samples  were  submitted  to  Camp,  Dresser  and  McKey  (CDM)  for 
preparation and analysis.  In addition, CDM prepared QA/QC samples for both fine fraction (RR‐
00219 through RR‐00221) and coarse fraction (RR‐00221). The prepared samples were shipped 
to EMSL Laboratories, Inc. (EMSL) facility in Libby, Montana for analysis. 

Results 

All six soil samples contained both fine and coarse fractions that were analyzed using Polarized 
Light Microscopy ‐ Visual Area Estimation (PLM‐VE) and PLM‐Gravimetric methods, respectively. 
No asbestos was detected in any of the field or QA/QC samples (Table 1). Complete laboratory 
reports are found in Attachment 5. 
 
If you have any questions please me at (218) 625‐2332. Thank you for the opportunity work with 
you on this project.  
 
Sincerely, 
EMR, Inc., 

 
Scott Carney, CHMM, PG 
Duluth Division Manager 
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Table 1. Summary of Soil Sampling Results

BNSF Undercutter Spoils Sampling

BNSF Kootenai River Subdivision

August 19, 2009

EMR Project #5539‐140

Sample ID Sample Date Analysis Date Laboratory

Analytical 

Method

Libby 

Amphibole 

Particle Mass 

(mg)

Other 

Amphibole 

Particle Mass 

(mg)

Chrysotile 

Particle Mass 

(mg) Milepost

RR‐00321 8/19/2009 9/1/2009 EMR PLM‐VE ND ND ND 1329.8

RR‐00322 8/19/2009 9/1/2009 EMR PLM‐VE ND ND ND 1331.52

RR‐00323 8/19/2009 9/1/2009 EMSL PLM‐VE ND ND ND 1331.01

RR‐00324 8/19/2009 9/1/2009 EMSL PLM‐VE ND ND ND 1331.8

RR‐00325 8/19/2009 9/1/2009 EMSL PLM‐VE ND ND ND 1332.89

RR‐00326 8/19/2009 9/1/2009 EMSL PLM‐VE ND ND ND 1333.02

RR‐00219 8/26/2009 9/1/2009 EMSL PLM‐VE ND ND ND NA

RR‐00220 8/26/2009 9/1/2009 EMSL PLM‐VE ND ND ND NA

RR‐00221 8/26/2009 9/1/2009 EMSL PLM‐VE ND ND ND NA

RR‐00321 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1329.8

RR‐00322 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1331.52

RR‐00323 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1331.01

RR‐00324 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1331.8

RR‐00325 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1332.89

RR‐00326 8/19/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND 1333.02

RR‐00221 8/26/2009 8/31/2009 EMSL PLM‐GRAV ND ND ND NA

Preparation Notes:  D = Direct Preparation, I = Indirect, IA = Indirect Ashed

ND ‐ Not Detected

NA ‐ Not Applicable

Note: RR‐002XX samples are QA/QC samples prepared by CDM.
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Photo No.1 Overview of the spoils pile at MP 1329.8. Sample RR‐00321 was collected at this location. View to the east. 

 

 
Photo No. 2 Overview of western half of the spoils pile at 1331.01. Sample RR‐00323 was collected here. The Kootenai Falls 
pedestrian overpass is visible in the upper right corner of the photo. View to the west 
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Photo No.3 Overview of the eastern end of the spoils pile at MP 1331.52. Sample RR‐00322 was collected at this location. 
View to the west. 

 

 

Photo No. 4 Overview of the spoils pile between MP 1331.52 and MP 1331.8. View to the west 
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Photo No. 5 Overview of the east end of the spoils pile at MP 1332.89. Sample RR‐00321 was collected at this location. View 
to the west. 

 

 
Photo No. 6 Overview of the west end of the spoils pile at MP 1333.02. Sample RR‐00326 was collected here. View to the 
west. 
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Field Sampling Data Sheets 







 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Attachment 5 
EMSL Laboratory Reports 

 



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PLM‐VE Laboratory Reports 

























































 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PLM‐Gravimetric Laboratory Reports 
 
 
 












































	BNSF Undercutter Spoil Sampling Summary
	Undercutter Attachments
	Undercutter Attachments.pdf
	Undercutter Attachments.pdf
	Attachments addend.pdf
	Undercutter Attachments.pdf
	Table 1.pdf
	Undercutter Attachments.pdf


	Lab reports.pdf

	Figure 1.pdf
	Figure 2.pdf
	Figure 3.pdf


