NOTE: USE OF THIS EXAMPLE COVER PAGE IS OPTIONAL. IF THIS INFORMATION IS PROVIDED
IN A DIFFERENT FORMAT, EPA WILL NOT REVIEW AN APPLICATION UNFAVORABLY.

CPRG IMPLEMENTATION GRANTS COMPETITION
COVER PAGE FOR APPLICATION

APPLICANT INFORMATION

Organization [Alabama Department of Transportation (ALDOT)

Primary Contact Name [JOhn Jennings

Phone Number|(334) 531-3145

Email Address [ienningsj@dot.state.al.us

TYPE OF APPLICATION [ [ Individual Applicant Lead Applicant for a Coalition

If lead applicant for a coalition, provide a list of the coalition members below.

FUNDING REQUESTED: Provide total EPA CPRG Implementation Grant funding requested.

$ 63,841,736

APPLICATION TITLE: Provide the title of your proposed project.

ALDOT's Trial and Implementation of Reduced Temperature Asphalt Mixtures

BRIEF DESCRIPTION OF GHG MEASURES: Describe each GHG reduction measure contained in
the application (1-2 sentences each).

To reduce greenhouse gas (GHG) emissions during pavement construction, ALDOT
will implement two separate temperature reduction technologies: Cold Central Plant
Recycling (CCPR) and Warm Mix Technology (WMT) with a reduced temperature
requirement. CCPR is a method of incorporating very high amounts of Recycled
Asphalt Pavement (RAP) into a structural asphalt layer without operating the asphalt
plant's burner, while WMT allows asphalt to be produced at reduced temperatures and
in return, reduces fuel consumption.




SECTORS: I/dentify the sector(s) associated with the GHG reduction measures included in the
application.

[]| Industry Commercial and Residential Buildings
Electricity Generation Agriculture/Natural and Working Lands
Transportation Waste and Materials Management
Other (please describe)

EXPECTED TOTAL CUMULATIVE GHG EMISSION REDUCTIONS
For all proposed measures combined, provide the estimated cumulative GHG reductions:

Estimated cumulative GHG reductions for 2025-2030 (in metric tons)

66,564

Estimated cumulative GHG reductions from 2025-2050 (in metric tons)

312,102

LOCATIONS: List the primary location(s) where the proposed measures will be implemented

City

State; Territory; Federally recognized Tribe |Alabama

APPLICABLE PRIORITY CLIMATE ACTION PLAN(S) (PCAP) ON WHICH MEASURES ARE BASED

PCAP Lead Organization(s): [Alabama Department of Environmental Management

PCAP Title(s): [Alabama Priority Climate Action Plan

PCAP Website link(s) (if applicable):

List of GHG reduction measures and PCAP page reference for each measure:

ALDOT's Trial and Implementation of Reduced Temperature Asphalt Mixtures
proposal has been included in ADEM's PCA, specifically on pages 24-27 and pages
89-97.
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